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*** START OF FIRST MODIFICATION ***
12.4.3.20
Location Information request

This event will be used to report any location information request on the target by a node to HSS, when the target is connected to trusted non-3GPP IP access. A location information request could be generated by an IP-SM-GW AS (as an SMS Centre) or GMSC or SGSN or MME from another Network through a diameter request transmitted by either an AS or the I CSCF of the home network to the HSS of the target. The event will be triggered by the following Diameter messages:

-
Through Sh interface, User Data Request with content related to update location from AS to HSS, see clause A.2 of TS 29.328 [63] and TS 29.329 [66];
-
Through Cx interface, Location Info Request from I CSCF to HSS; see clause A.2 of TS 29.228 [62].
The elements, observed IMSI, MSISDN, the identifier of the requesting node type and network, of table 12.4.3.20. will be delivered to DF2, if available.

Table 12.4.3.20: Information Elements for Location Information Request Event
	Observed MSISDN 

	Observed IMSI


	

	Requesting network identifier such as  PLMN Id (country identifier included), 

	Requesting node type (IP-SM-GW AS, GMSC, SGSN, MME, GMLC)

	Event Type 

	Event Time 

	Event Date 

	Network Element Identifier (HSS id...)

	


*** END OF FIRST MODIFICATION ***
*** START OF FIRST MODIFICATION ***
12.5.3.17
Location Information request

This event will be used to report any location information request on the target by a node to HSS, when the target is connected to trusted non-3GPP IP access. A location information request could be generated by an IP-SM-GW AS (as an SMS Centre) or GMSC or SGSN or MME from another Network through a diameter request transmitted by either an AS or the I CSCF of the home network to the HSS of the target. The event will be triggered by the following Diameter messages:

-
Through Sh interface, User Data Request with content related to update location from AS to HSS, see clause A.2 of TS 29.328 [63] and TS 29.329 [66];
-
Through Cx interface, Location Info Request from I CSCF to HSS; see clause A.2 of TS 29.228 [62].
The elements of table 12.5.3.17, observed IMSI, MSISDN, the identifier of the requesting node type and network, will be delivered to DF2, if available.

Table 12.5.3.17: Information Elements for Location Information Request Event
	Observed MSISDN or TEL URI or SIP URI

	Observed IMSI 

	

	Requesting network identifier such as  PLMN Id (country identifier included), 

	Requesting node type (IP-SM-GW AS, GMSC, SGSN, MME, GMLC)

	Event Type 

	Event Time 

	Event Date 

	Network Element Identifier (HSS id...)

	


*** END OF SECOND MODIFICATION ***
*** END  OF ALL MODIFICATIONS ***
