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The following CRs were agreed by SA WG2 and are provided to TSG SA#80 for approval:

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version
	@ Mtg
	S2 TD
	Source to WG
	Work Item
	Clauses affected

	23.501
	0214
	1
	Rel-15
	Identification and update of UE derived QoS rule
	F
	15.1.0
	S2-127
	S2‑184251
	Samsung
	5GS_Ph1
	5.7.1.4, 5.7.1.5, 5.7.5.2, 5.7.5.3

	23.501
	0297
	1
	Rel-15
	Local deactivate MICO for emergency service
	F
	15.1.0
	S2-127
	S2‑184348
	Qualcomm Incorporated, Nokia, Nokia Shanghai Bell
	5GS_Ph1
	5.4.1.3

	23.501
	0334
	1
	Rel-15
	Handling of maximum supported data rate per UE for integrity protection
	F
	15.1.0
	S2-127BIS
	S2‑186100
	Ericsson, Qualcomm Incorporated
	5GS_Ph1
	5.10.3, 5.4.4

	23.501
	0344
	-
	Rel-15
	IPsec SAs in tunnel mode
	F
	15.1.0
	S2-127BIS
	S2‑184804
	Motorola Mobility, Lenovo
	5GS_Ph1
	8.2.4, 8.3.2

	23.501
	0346
	1
	Rel-15
	Fixing the definition of signalled QoS rule
	F
	15.1.0
	S2-127BIS
	S2‑186005
	Intel, MediaTek Inc.
	5GS_Ph1
	5.7.1.4; 5.7.1.5

	23.501
	0355
	1
	Rel-15
	Further QoS clean-up
	F
	15.1.0
	S2-127BIS
	S2‑186007
	Ericsson
	5GS_Ph1
	3.2, 5.7.1.2, 5.7.2.1, 5.7.2.4, 5.7.2.5, 5.7.3.4, 5.7.3.5, 5.7.3.7, 5.7.4

	23.501
	0359
	2
	Rel-15
	Handling of Configured NSSAIs in Roaming Scenarios - 23.501
	F
	15.1.0
	S2-127BIS
	S2‑186143
	Ericsson, Qualcomm Incorporated
	5GS_Ph1
	5.15.2.1

	23.501
	0372
	-
	Rel-15
	LMF Services
	F
	15.1.0
	S2-127BIS
	S2‑184936
	Nokia, Nokia Shanghai Bell
	5GS_Ph1
	7.2.16 (new)

	23.501
	0404
	1
	Rel-15
	How Peer CP NF sends notification to target/new AMF after AMF planned removal
	F
	15.1.0
	S2-127BIS
	S2‑186081
	Huawei, HiSilicon, Nokia, Nokia Shanghai-Bell
	5GS_Ph1
	5.21.2.2, 5.21.2.3

	23.501
	0407
	1
	Rel-15
	How AMF provides LADN Information to UE
	F
	15.1.0
	S2-127BIS
	S2‑185923
	Huawei, HiSilicon, Samsung, AT&T, Intel, SK Telecom
	5GS_Ph1
	5.6.5

	23.501
	0414
	1
	Rel-15
	Including GUAMI in RRC message of related procedures
	F
	15.1.0
	S2-127BIS
	S2‑185938
	Huawei, HiSilicon
	5GS_Ph1
	5.15.5.2

	23.501
	0453
	-
	Rel-15
	GFBR is applicable only for GBR QoS flows
	F
	15.1.0
	S2-127BIS
	S2‑185466
	Cisco Systems
	5GS_Ph1
	5.8.2.7

	23.502
	0300
	5
	Rel-15
	Lack of S-NSSAI or DNN in the PDU Session Establishment Request
	F
	15.1.0
	S2-127BIS
	S2‑186018
	Intel, Telecom Italia, SAMSUNG
	5GS_Ph1
	4.3.2.2.1

	23.502
	0302
	1
	Rel-15
	Interactions with the DN-AAA that are not for authentication
	F
	15.1.0
	S2-127
	S2‑184254
	Nokia, Nokia Shanghai Bell
	5GS_Ph1
	4.3.2.3

	23.502
	0304
	1
	Rel-15
	LADN Signaling to SMF
	F
	15.1.0
	S2-127
	S2‑184270
	Sony, Nokia, Nokia Shanghai Bell, Qualcomm Incorporated, Ericsson
	5GS_Ph1
	4.3.2.2.1, 4.2.3.2, 5.2.8.2.5, 5.2.8.2.6

	23.502
	0342
	3
	Rel-15
	Indirect Data forwarding for N2 HO
	F
	15.1.0
	S2-127BIS
	S2‑186106
	Qualcomm Incorporated
	5GS_Ph1
	4.9.1.3.2; 6.9.1.3.3

	23.502
	0380
	1
	Rel-15
	Local deactivation of MICO mode
	F
	15.1.0
	S2-127
	S2‑184336
	Nokia, Nokia Shanghai Bell
	5GS_Ph1
	4.3.2.2.1

	23.502
	0394
	2
	Rel-15
	Handling of maximum supported data rate per UE for integrity protection
	F
	15.1.0
	S2-127BIS
	S2‑186256
	Ericsson, Qualcomm Incorporated
	5GS_Ph1
	4.3.2.2.1, 4.2.3.2, 4.3.3.2

	23.502
	0403
	1
	Rel-15
	IPsec SAs in tunnel mode
	F
	15.1.0
	S2-127BIS
	S2‑185566
	Motorola Mobility, Lenovo
	5GS_Ph1
	4.12.2.2, 4.12.5

	23.502
	0410
	1
	Rel-15
	Handling of Configured NSSAIs in Roaming Scenarios - 23.502
	F
	15.1.0
	S2-127BIS
	S2‑186072
	Ericsson
	5GS_Ph1
	4.16.1.2, 4.16.1.3, 4.16.2.3,4.16.3.2

	23.502
	0417
	1
	Rel-15
	Fixes for HO Procedure - Handling MT Signaling from SMF.
	F
	15.1.0
	S2-127BIS
	S2‑186109
	Nokia, Nokia Shanghai Bell
	5GS_Ph1
	4.9.1.2.1, 4.9.1.3.1, 5.2.8.2.6

	23.502
	0451
	2
	Rel-15
	How Peer CP NF sends notification to target/new AMF after AMF planned removal
	F
	15.1.0
	S2-127BIS
	S2‑186165
	Huawei, HiSilicon, Nokia, Nokia Shanghai-Bell
	5GS_Ph1
	5.2.3.2.1, 5.2.5.2.2, 5.2.5.2.5, 5.2.8.2.5,5.2.8.2.6, 5.2.9.2.2

	23.502
	0469
	2
	Rel-15
	Including GUAMI in RRC message of related procedures
	F
	15.1.0
	S2-127BIS
	S2‑186118
	Huawei, HiSilicon
	5GS_Ph1
	4.12.2.2

	23.503
	0073
	2
	Rel-15
	How to differentiate the PSIs in different PLMNs
	F
	15.1.0
	S2-127BIS
	S2‑185963
	OPPO
	5GS_Ph1
	6.1.2.2

	23.503
	0081
	2
	Rel-15
	Handling of Configured NSSAIs in Roaming Scenarios - 23.503
	F
	15.1.0
	S2-127BIS
	S2‑186217
	Ericsson
	5GS_Ph1
	6.1.2.2.1, 6.1.2.2.2, 6.1.2.5, 6.2.1.2


