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**** Begin of  changes ****
3.1
Definitions

For the purposes of the present document, the terms and definitions given in 3GPP TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in 3GPP TR 21.905 [1].

5G security context: The state that is established locally at the UE and a serving network domain and represented by the "5G security context data" stored at the UE and a serving network.

NOTE 1:
The "5G security context data" consists of the 5G NAS security context, and the 5G AS security context for 3GPP access and/or the 5G AS security context for non-3GPP access.

NOTE 2:
A 5G security context has type "mapped", "full native" or "partial native". Its state can either be "current" or "non-current". A context can be of one type only and be in one state at a time. The state of a particular context type can change over time. A partial native context can be transformed into a full native. No other type transformations are possible. 
5G AS security context for 3GPP access: the cryptographic keys at AS level with their identifiers, the Next Hop parameter (NH), the Next Hop Chaining Counter parameter (NCC) used for next hop access key derivation, the identifiers of the selected AS level cryptographic algorithms, and the counters used for replay protection. 

NOTE 3:
NH and NCC need to be stored also at the AMF during connected mode.

5G AS security context for non-3GPP access: The key KN3IWF, the cryptographic keys, cryptographic algorithms and tunnel security association parameters used at IPsec layer for the protection of IPsec SA.
5G NAS security context: context consisting of KAMF with the associated key set identifier, the UE security capabilities, and the uplink and downlink NAS COUNT values. 
NOTE 4:
The distinction between native and mapped 5G security contexts also applies to 5G NAS security contexts. The 5G NAS security context is called "full" if it additionally contains the integrity and encryption keys and the identifiers of the selected NAS integrity and encryption algorithms.

activation of security context: the process of taking a security context into use. 
Applicaton Layer Security: mechanism by which HTTP messages, exchanged between a Network Function in one PLMN and a Network Function in another PLMN, are protected on the N32-f interface between the two SEPPs in the two PLMNs. 
backward security: The property that for an entity with knowledge of Kn, it is computationally infeasible to compute any previous Kn-m (m>0) from which Kn is derived. 

NOTE 5:
In the context of KgNB key derivation, backward security refers to the property that, for a gNB with knowledge of a KgNB, shared with a UE, it is computationally infeasible to compute any previous KgNB that has been used between the same UE and a previous gNB. 

CM-CONNECTED state: This is as defined in TS 23.501 [2]. The term CM-CONNECTED state corresponds to the term 5GMM-CONNECTED mode used in TS 24.501 [35].

CM-IDLE state: As defined in TS 23.501 [2]. The term CM-IDLE state corresponds to the term 5GMM-IDLE mode used in TS 24.501 [35].

consumer's IPX (cIPX): 

IPX provider entity with a business relationship with the cSEPP operator.

consumer's SEPP (cSEPP): 
The SEPP residing in the PLMN where the service consumer NF is located.
current 5G security context: The security context which has been activated most recently. Note that a current 5G security context originating from either a mapped or native 5G security context may exist simultaneously with a native non-current 5G security context.

forward security: The property that for an entity with knowledge of Km that is used between that entity and a second entity, it is computationally infeasible to predict any future Km+n (n>0) used between a third entity and the second entity. 

NOTE 6:
In the context of KgNB key derivation, forward security refers to the property that, for a gNB with knowledge of a KgNB, shared with a UE, it is computationally infeasible to predict any future KgNB that will be used between the same UE and another gNB. More specifically, n hop forward security refers to the property that a gNB is unable to compute keys that will be used between a UE and another gNB to which the UE is connected after n or more handovers (n=1 or more).

full native 5G security context: A native 5G security context for which the 5G NAS security context is full according to the above definition. A full native 5G security context is either in state "current" or state "non-current".

mapped 5G security context: An 5G security context, whose KAMF was derived from EPS keys during interworking and which is identified by mapped ngKSI.
N32-c connection: A TLS based connection between a SEPP in one PLMN and a SEPP in another PLMN. This is a long-lived connection that’s used between the SEPPs for cipher suite and protection policy exchange, and error notifications. 
N32-f connection: This is a logical connection that exists between a SEPP in one PLMN and a SEPP in another PLMN for exchange of protected HTTP messages. When IPX providers are present in the path between the two SEPPs, an N32-f HTTP connection is setup on each hop towards the other SEPP. 
native 5G security context: An 5G security context, whose KAMF was created by a run of primary authentication and which is identified by native ngKSI. 

non-current 5G security context: A native 5G security context that is not the current one. 
NOTE 7:
A non-current 5G security context may be stored along with a current 5G security context in the UE and the AMF. A non-current 5G security context does not contain 5G AS security context. A non-current 5G security context is either of type "full native" or of type "partial native". 

partial native 5G security context: A partial native 5G security context consists of KAMF with the associated key set identifier, the UE security capabilities, and the uplink and downlink NAS COUNT values, which are initially set to zero before the first NAS SMC procedure for this security context. 
NOTE 8:
A partial native 5G security context is created by primary authentication, for which no corresponding successful NAS SMC has been run. A partial native context is always in state "non-current".

producer's IPX (pIPX): 

IPX provider entity with a business relationship with the pSEPP operator. 

producer's SEPP (pSEPP): 
The SEPP residing in the PLMN where the service producer NF is located.
RM-DEREGISTERED state: This is as defined in TS 23.501 [2]. The term RM-DEREGISTERED state corresponds to the term 5GMM-DEREGISTERED mode used in TS 24.501 [35].

RM-REGISTERED state: As defined in TS 23.501 [2]. The term RM-REGISTERED state corresponds to the term 5GMM-REGISTERED mode used in TS 24.501 [35].

subscription identifier de-concealing function: This service is offered by the network function UDM in the home network of the subscriber. The Subscription Identifier De-concealing Function (SIDF) is responsible for de-concealing the SUPI from the SUCI. 

subscription concealed identifier: The SUbscription Concealed Identifier (SUCI) is a one-time use subscription identifier, which contains the concealed subscription identifier, e.g. MSIN.

security anchor function: The network function that serves as the anchor for security in 5G.
subscription credential(s): set of values in the USIM and the ARPF, consisting of at least the long-term key(s) and the subscription identifier SUPI, used to uniquely identify a subscription and to mutually authenticate the UE and 5G core network.
UE security capabilities: The set of identifiers corresponding to the ciphering and integrity algorithms implemented in the UE. 
NOTE 9:
This includes capabilities for NG-RAN and 5G NAS, and includes capabilities for EPS, UTRAN and GERAN if these access types are supported by the UE.
UE 5G security capability: The UE security capabilities for 5G AS and NAS.
3.2
Abbreviations

For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].

5GC
5G Core Network
5G-AN
5G Access Network

5G-RAN
5G Radio Access Network 
5G AV
5G Authentication Vector

5G HE AV
5G Home Environment Authentication Vector

AEAD
Authenticated Encryption with Associated Data
AES
Advanced Encryption Standard

AKA
Authentication and Key Agreement
ALS
Application Layer Security
AMF
Access and Mobility Management Function

AMF
Authentication Management Field

NOTE:
If necessary, the full word is spelled out to disambiguate the abbreviation. 

ARPF
Authentication credential Repository and Processing Function

AUSF
Authentication Server Function

AUTN
AUthentication TokeN

AV
Authentication Vector
AV'
transformed Authentication Vector

cIPX
consumer's IPX
CP
Control Plane
cSEPP
consumer's SEPP
CTR
Counter (mode)

CU
Central Unit

DN
Data Network

DNN
Data Network Name

DU
Distributed Unit

EAP
Extensible Authentication Protocol

EMSK
Extended Master Session Key

EPS
Evolved Packet System
gNB
NR Node B
GUTI
Globally Unique Temporary UE Identity

HRES
Hash RESponse

HXRES
Hash eXpected RESponse

IKE
Internet Key Exchange
IPX
IP exchange service
KSI
Key Set Identifier

LI
Lawful Intercept

MSK
Master Session Key

N3IWF
Non-3GPP access InterWorking Function

NAI
Network Access Identifier

NAS
Non Access Stratum 

NDS
Network Domain Security

NEA
Encryption Algorithm for 5G

NF
Network Function

NG
Next Generation
ng-eNB
Next Generation Evolved Node-B
ngKSI
Key Set Identifier in 5G

NIA
Integrity Algorithm for 5G

NR
New Radio

NSSAI
Network Slice Selection Assistance Information

PDN
Packet Data Network
PEI
Permanent Equipment Identifier
pIPX
producer's IPX

pSEPP
producer's SEPP
QoS
Quality of Service 

RES
RESponse

SEAF
SEcurity Anchor Function

SEG
Security Gateway

SIDF
Subscription Identifier De-concealing Function 

SMC
Security Mode Command

SMF
Session Management Function

SN Id
Serving Network Identifier

SUCI
Subscription Concealed Identifier 

SUPI
Subscription Permanent Identifier 

TLS
Transport Layer Security

UE
User Equipment

UEA
UMTS Encryption Algorithm

UDM
Unified Data Management

UIA
UMTS Integrity Algorithm

ULR
Update Location Request

UP
User Plane

UPF
User Plane Function

USIM
Universal Subscriber Identity Module

XRES
eXpected RESponse 

**** End of  changes ***

