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12.13.5
Potential requirements and gap analysis

	Reference Number
	Requirement text
	Application / Transport
	SA1 spec covering
	Comments

	[R-12.13-001]
	FRMCS should be able to handle call priority when interworking with LMR communication systems. 
	A
	 22.179
22.280
	This requirement is covered by 22.179 [R-6.18.3.2-006] to [R-6.18.3.2-009] and 22.179 [R-6.18.3.3-006] to [R-6.18.3.3-007].

The high level requirements of handling call priority are covered by many sections of 22.280, e.g. section 5.1.7 and 5.6.
TETRA and P25 may need considerations as follows:

a. TETRA may provide some customizable features to maintain the call priority such as Call ownership and Call priority.

b. P25 has no features to support the call priority.

c. FRMCS has many basic information to handle the call priority such as ‘Priority of the user for initiating/receiving calls’ in the user profile data and ‘Priority of the group’ in the group configuration data.]


	[R-12.13-002]
	The FRMCS System should be able to define a minimum call setup time for a call between 3GPP system and LMR system.
	A
	Not covered
	 
Make a new table as 5.2.3-1 to cover interworking between 3GPP system and LMR system version in 22.289

	[R-12.13-003]
	FRMCS should provide the call priority supporting features to interworking with LMR.
	A
	22.179
22.280
	 This requirement is covered by 22.179 [R-6.18.3.2-006] to [R-6.18.3.2-009] and 22.179 [R-6.18.3.3-006] to [R-6.18.3.3-007].
The high level requirements of handling call priority are covered by many sections of 22.280, e.g. section 5.1.7 and 5.6.


	[R-12.13-004]
	FRMCS should provide interworking between FRMCS System and LMR system.
	A
	22.179

	covered by 22.179 [R-6.18.3.2-001] and [R-6.18.3.3-001]
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