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	Errors in the clauses that describe the cell site report.    
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	Corrected the errors.
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*** First change ***
7.3.2.1
General description

When the location information present within an xIRI includes the cell identity, the MDF2 that receives the xIRI may retrieve the cell site information for that cell  from a CSP database and deliver the same to the LEMF either within the IRI message generated from the received xIRI or in a separate IRI message containing the MDFCellSiteReport record..

For each intercept, if the MDF2 reports the cell site information, then it shall provide such  information at least on the initial appearance of  the cell identity in the related xIRI.   

NOTE:
The CSP needs to ensure that the most recent cell site information is reported to the LEA. 
*** Next change ***
7.3.2.2
Delivery of  cell site information  over LI_HI2



	
	
	

	
	

	


The cell site information is encoded as the cellSiteInformation ASN.1 parameter and delivered either within the location field of an IRI message carrying the respective cell identity, or in a stand-alone IRI message containing the MDFCellSiteReport record.  

The MDF2 shall use the IRI message containing the MDFCellSiteReport record to convey cell site information retrieved asynchronously with the sending of the IRI message that caused the retrieval. 

When the cell site information is readily available at MDF2 or is retrieved synchronously (i.e., blocking the sending of the IRI message until the retrieval is complete), the cell site information shall be conveyed within the location field of the IRI message that caused the retrieval. 

The cell site information for multiple cell identities can be delivered to the LEMF within an IRI message  that carries the respective cell identities or within the IRI message containing the MDFCellSiteReport record (see Annex A).  
*** End of all changes ***

