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	Reason for change:
	When the subscribed S-NSSAIs change, the current network slicing configuration information in UE can be different from the information in the network (e.g., AMF). It can be possible for the UE to improperly access (e.g., wrong network slice) to the network.
Therefore the AMF can initiate the UE Configuration Update procedure to update the current network slicing configuration information with the new.


	
	

	Summary of change:
	Add UE Configuration Update procedure related measurements:
· Number of UE Configuration Update
· Number of successful UE Configuration Update
Add Monitoring of UE configuration update.


	
	

	Consequences if not approved:
	The measurement related to UE Configuration Update procedure related would not be possible.
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	1st Change



[bookmark: _Toc10625812]5.2.x	UE Configuration Update procedure related measurements 
[bookmark: _Toc10625834]5.2.x.1	Number of UE Configuration Update
a)	This measurement provides the number of UE Configuration Update requested by the AMF.
b)	CC
c)	On transmission of Configuration Update Command from the AMF to UE (see 3GPP TS 23.502 [7]). 
d)	Each counter is an integer value
e)	MM.ConfUpdate
f)	AMFFunction
g)	Valid for packet switched traffic
h)	5GS
i) 	One usage of this performance measurements is for performance assurance.
[bookmark: _Toc10625835]5.2.x.2	Number of successful UE Configuration Update
a)	This measurement provides the number of UE Configuration Update successfully completed by the UE.
b)	CC
c)	On receipt by the AMF from the UE of Configuration Update Complete (see 3GPP TS 23.502 [7]). 
NOTE: Configuration Update Complete shall be requested for all parameters included in Configuration Update Command except when only NITZ is included.
d)	Each counter is an integer value
e)	MM.ConfUpdateSucc
f)	AMFFunction
g)	Valid for packet switched traffic
h)	5GS
i) 	One usage of this performance measurements is for performance assurance.

	2nd Change




A.x	Monitoring of UE configuration update

To ensure the UE properly use the services provided by 5GS, the UE needs to update access and mobility management related parameters decided and provided by the AMF. 
The UE configuration update is the essential steps allowing the UE to be served by the 5GS under the changed configuration, therefore it needs to be monitored.
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