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	Reason for change:
	According to TS 23.501 Clause 5.6.7.1, When the AF request targets an individual UE, the GPSI is provided within the AF request and the GPSI is mapped to SUPI according to the subscription information received from UDM. The SUPI is used only inside 3GPP system, and its privacy is specified in TS 33.501. Further only the GPSI is needed for addressing a 3GPP subscription in different data networks outside of the 3GPP system. The 3GPP system stores within the subscription data the association between the GPSI and the corresponding SUPI. 
Also it is specified in TS 23.501 that the groups of UEs are identified by an External Group Identifier as defined when the AF interacts via the NEF, or Internal-Group Identifier (see clause 5.9.7) when the AF interacts directly with the PCF.
Thus, it is reasonable to clarify that in case of interactions between AF and NWDAF via NEF, the Target of Analytics Reporting can be a GPSI or an External Group Identifier when the interaction is between the AF and NEF that is mapped to a SUPI or an Internal Group Identifier when the interaction is between the NEF and the NWDAF.

	
	

	Summary of change:
	Note clarifying the use of identifiers in case of interactions between AF and NWDAF via NEF is added in clase 6.7.4.1.

	
	

	Consequences if not approved:
	Uncertainties related to the use of identifiers in case of interactions between AF and NWDAF via NEF.
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[bookmark: _Toc517082226]* * * * First change * * * *
[bookmark: _Toc19106323]6.7.4	Expected UE behavioural parameters related network data analytics
[bookmark: _Toc19106324]6.7.4.1	General
The clause 6.7.4 defines how a service consumer learns from the NWDAF the expected UE behaviour parameters as defined in clause 4.15.6.3, TS 23.502 [3] for a group of UEs or a specific UE.
The service consumer may be an NF (e.g. AMF, UDM, AF), or the OAM.
The consumer of these analytics shall indicate in the request:
-	Analytics ID set to "UE Mobility" or "UE Communication".
-	The Target of Analytics Reporting can be any UE or an Internal Group Identifier. 
[bookmark: _GoBack]NOTE:	In case of untrusted AF the Target of Analytics Reporting can be a GPSI or an External Group Identifier that is mapped in the 5GC to a SUPI or an Internal Group Identifier
-	An Analytics target period, which indicates the time period over which the statistics or predictions are requested.
-	In a subscription, the Notification Correlation Id and the Notification Target Address are included.
The NWDAF shall notify the result of the analytics to the consumer as indicated in clause 6.7.4.3.
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