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[bookmark: _Toc20227282]6.1.6.2.1.1	Type ChargingDataRequest
Table 6.1.6.2.1.1-1: Definition of type ChargingDataRequest
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	subscriberIdentifier
	SubscriberIdentifier
	OM
	0..1
	Identifier of the subscriber that uses the requested service.
	

	nfConsumerIdentification
	NFIdentification
	M
	1
	This is a grouped field which contains a set of information identifying the NF consumer of the charging service.
	

	invocationTimeStamp
	DateTime

	M
	1
	The time at which the request is send
	

	invocationSequenceNumber
	Uint32
	M
	1
	This field contains the sequence number of the charging service invocation by the NF consumer.
	

	retransmissionIndicator
	boolean
	OC
	0..1
	This field indicates, if included, this is a retransmitted request message. 
	

	oneTimeEvent
	boolean
	OC
	0..1
	Indicates, if included, that this is event based charging and whether this is a one-time event. If true, this is a one-time event that there will be no update or release.
	

	oneTimeEventType
	EventType
	OC
	0..1
	indicates the type of the one time event, i.e. Immediate or Post event charging.
	

	notifyUri
	Uri

	OC
	0..1
	Identifies the recipient of Notifications sent by the CHF.
In case of session based charging it shall be present in create request message, and may be present in update.
	

	multipleUnitUsage
	array(MultipleUnitUsage)
	OC
	0..N
	This field contains the parameters for the quota management request and/or usage reporting. 
	

	triggers
	array(Trigger)
	OC
	0..N
	This field identifies the event(s) triggering the request.
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[bookmark: _Toc20227431]7.1	Bindings of common CDR field, Information Element and Resource Attribute 
Table 7.1-1: Bindings of common CDR field, Information Element and Resource Attribute 
	Information Element
	CDR Field
	Resource Attribute

	Session Identifier
	Charging Session Identifier
	/{ChargingDataRef }/ or
/{OfflineChargingDataRef}/

	
	
	ChargingDataRequest

	Subscriber Identifier
	Subscriber Identifier
	/subscriberIdentifier

	Invocation Timestamp
	-
	/invocationTimeStamp

	Invocation Sequence Number
	-
	/invocationSequenceNumber

	Retransmission Indicator
	-
	/retransmissionIndicator

	One-time Event
	-
	/oneTimeEvent

	NF Consumer Identification
	NF Information
	/nfConsumerIdentification

	NF Name
	NF Name
	/nfConsumerIdentification/nFName

	NF Address
	NFF Address
	/nfConsumerIdentification/nFIPv4Address
/nfConsumerIdentification/nFIPv6Address

	NF PLMN ID
	NFF PLMN ID
	/nfConsumerIdentification/nFPLMNID

	NF Functionality
	Record Type
	/nfConsumerIdentification/nodeFunctionality

	Notify URI
	
	/notifyUri

	Multiple Unit Usage
	List of Multiple Unit Usage
	/multipleUnitUsage

	Rating Group
	Rating Group
	/multipleUnitUsage/ratingGroup

	Requested Unit
	-
	/multipleUnitUsage/requestedUnit

	Time
	-
	/multipleUnitUsage/requestedUnit/time

	Total Volume
	-
	/multipleUnitUsage/requestedUnit/totalVolume

	Uplink Volume
	-
	/multipleUnitUsage/requestedUnit/uplinkVolume

	Downlink Volume
	-
	/multipleUnitUsage/requestedUnit/downlinkVolume

	Service Specific Units
	-
	/multipleUnitUsage/requestedUnit/serviceSpecificUnits

	Used Unit Container
	Used Unit Container
	/multipleUnitUsage/usedUnitContainer

	Service Identifier
	Service Identifier
	/multipleUnitUsage/usedUnitContainer/serviceId

	Quota management Indicator
	Quota management Indicator
	/multipleUnitUsage/usedUnitContainer/quotaManagementIndicator

	Triggers
	Triggers
	/multipleUnitUsage/usedUnitContainer/triggers

	Trigger Timestamp
	Trigger Timestamp
	/multipleUnitUsage/usedUnitContainer/triggerTimestamp

	Time
	Time
	/multipleUnitUsage/usedUnitContainer/time

	Total Volume
	Total Volume
	/multipleUnitUsage/usedUnitContainer/totalVolume

	Uplink Volume
	Uplink Volume
	/multipleUnitUsage/usedUnitContainer/uplinkVolume

	Downlink Volume
	Downlink Volume
	/multipleUnitUsage/usedUnitContainer/downlinkVolume

	Service Specific Unit
	Service Specific Unit
	/multipleUnitUsage/usedUnitContainer/serviceSpecificUnits

	Event Time Stamps
	Event Time Stamps
	/multipleUnitUsage/usedUnitContainer/eventTimeStamps

	Local Sequence Number
	Local Sequence Number
	/multipleUnitUsage/usedUnitContainer/localSequenceNumber

	Triggers
	Triggers
	/triggers

	
	
	ChargingDataResponse

	Invocation Timestamp
	
	/invocationTimeStamp

	Invocation Sequence Number
	
	/invocationSequenceNumber

	Session Failover
	-
	/sessionFailover

	Triggers
	-
	/triggers

	Multiple Unit Information
	-
	/multipleUnitInformation

	Result Code
	-
	/multipleUnitInformation

	Rating Group
	-
	/multipleUnitInformation/ratingGroup

	Granted Unit
	-
	/multipleUnitInformation/grantedUnit

	Tariff Time Change
	-
	/multipleUnitInformation/grantedUnit/tariffTimeChange

	Time
	-
	/multipleUnitInformation/grantedUnit/time

	Total Volume
	-
	/multipleUnitInformation/grantedUnit/totalVolume

	Uplink Volume
	-
	/multipleUnitInformation/grantedUnit/uplinkVolume

	Downlink Volume
	-
	/multipleUnitInformation/grantedUnit/downlinkVolume

	Service Specific Units
	-
	/multipleUnitInformation/grantedUnit/serviceSpecificUnits

	Triggers
	-
	/multipleUnitInformation/triggers

	Validity Time
	-
	/multipleUnitInformation/validityTime

	Quota Holding Time
	-
	/multipleUnitInformation/quotaHoldingTime

	Final Unit Indication
	-
	/multipleUnitInformation/finalUnitIndication

	Time Quota Threshold 
	-
	/multipleUnitInformation/timeQuotaThreshold

	Volume Quota Threshold 
	-
	/multipleUnitInformation/volumeQuotaThreshold

	Unit Quota Threshold 
	-
	/multipleUnitInformation/unitQuotaThreshold 

	Invocation Result
	-
	/invocationResult

	Invocation Result code
	-
	/invocationResult/error

	Failed parameter
	-
	/invocationResult/error

	Failure Handling
	-
	/invocationResult/failureHandling




	End of changes



