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1
Introduction

This summarizes the progress of the normative specifications accomplished during the course of the SerInter work item [1]. The related agreed CRs can be found in the Tdocs [2], [3], [4], [5] and [6].
2
Description

The service interactivity feature enables dynamic user engagement and resulting auxiliary content presentation during the consumption of a streaming service or content item, received over unicast or broadcast.  Interactive service capabilities can be further personalized to the end user consuming the service. Examples of service interactivity functionality include voting, rating, purchasing, online chats, and reception of targeted advertisements and other content, in real-time during the viewing of a streaming program.
Technical functionality to enable and support dynamic and personalized service interactivity are added to 3GPP TS 26.247 [7], TS 26.346 [8] and TS 26.347 [9] and comprise the following components:
· Signaling of upcoming interactivity events to native or Web app based interactivity applications. Such interactivity event signaling, which could be sent at specific and potentially arbitrary times during the consumption of an associated 3GPP User Service, contain metadata of upcoming interactivity events and which enable an interactivity application to perform its intended task. The interactivity event signaling is defined by the DASH Industry Forum upon request from 3GPP, and is implemented as either  a DASH Event stream, or as samples of a ISOBMFF timed metadata track.
· Processing model and rules for the 3GP-DASH Client to extract metadata contained in interactivity event signaling   .

· WebIDL APIs exposed by the 3GP-DASH Client to an interactivity application, for the subscription by and delivery to, the application, of interactivity event metadata.
(The above functionalities are defined by the DASH Industry Forum, based on request from 3GPP to support the Service Interactivity work item, in the specification “DASH Player’s Application Events and Timed Metadata Processing Model and APIs” [10].) 

· For DASH-formatted streaming services, signaling via the DASH MPD of the intended measurement and reporting of interactivity-related usage by the user/device. This signaling enables the service provider to: a) specify the parameters and criteria regarding interactivity consumption reporting; b) specify the type of interactivity usage report to be submitted by the DASH client, and c) employ either random or selective control of the user/device population to perform the reporting. In addition, the XML-based interactivity usage report format and HTTP POST based reporting protocol are defined. The above functionality are specified in TS 26.247 [7].
· Clarifications to the MBMS APIs specification TS 26.347 [9] that an MBMS-Aware Application providing an auxiliary service interactivity feature is expected to acquire, from the MBMS client, a multiplicity of Application User Services. These Application User Services provide the media content of the DASH-over-MBMS application service as well as media content and/or metadata of adjunct application service(s) that provide the service interactivity functionality.
An architecture illustrating the high level interactions between the relevant entities, in the delivery of DASH-formatted content and interactivity event signaling from the network to the 3GP-DASH Client, forwarding of event signaling data from the 3GP-DASH Client to the interactivity application, and subsequent execution by the application of its interactivity task, is shown in the diagram below, which is copied from TR 26.953 [11].
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