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	1st Change


[bookmark: _Toc19796744]5.3	Management service deployment based on ZSM framework
ZSM framework reference architecture is described in ETSI GS ZSM 002 [29X]. The ZSM framework reference architecture defines a set of architectural building blocks that collectively enable construction of more complex management services and management functions using a consistent set of composition and interoperation patterns. So it is important to show the 3GPP Management Service deployment based on ZSM Framework.Figure 5.3X show an example of 3GPP Management Service deployment based on ZSM framework reference architecture. In this example:
-	3GPP Cross Domain (A bundle of MnFs) provides a set of MnS(s) for Cross Domain Network (including Network Slice), and consumes MnSs provided by RAN Domain and CN Domain. 3GPP Cross Domain is a Management Domain in ETSI ZSM Framework.
-	RAN Domain (A bundle of MnFs) provides a set of MnS(s) for RAN SubNetwork and NF. RAN Domain is a Management Domain in ETSI ZSM Framework.
-	CN Domain (A bundle of MnFs) provides a set of MnS(s) for CN SubNetwork and NF. CN Domain is a Management Domain in ETSI ZSM Framework.
-	3GPP Management Framework Consumer (e.g. ZSM E2E Service Management Domain) can consume MnS(s) provided by the 3GPP Cross Domain, RAN Domain and CN Domain. 3GPP Management Framework Consumer is E2E Service Management Domain in ETSI ZSM Framework.
 
[image: ]
Figure 5.3X: An example of Management Service deployment framework.
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