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	Reason for change:
	The eventTime definition for NotifyChangedAlarm is wrongly specified as alarmRaisedTime.

	
	

	Summary of change:
	Change eventTime from alarmRaisedTime to alarmChangedTime.

	
	

	Consequences if not approved:
	The event time for notification carrying alarm changes would register the wrong time: alarmRaisedTime. It should be alarmChangedTime.
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[bookmark: _Toc19717963][bookmark: _Toc20494430][bookmark: _Toc20494379]10.2.1.1.5.2	Input Parameters
	Parameter Name
	Qualifier
	Matching Information/ Information Type / Legal Values
	Comment

	objectClass
	M
	MonitoredEntity.objectClass 
It shall carry the MonitoredEntity class name.
	The MonitoredEntity is identified by the relation-AlarmedObject-AlarmInformation of the new AlarmInformation.

	objectInstance
	M
	MonitoredEntity.objectInstance
It shall carry the Distinguished Name (DN) of the instance of MonitoredEntity class.
	The MonitoredEntity is identified by the relation-AlarmedObject-AlarmInformation of the new AlarmInformation.

	notificationId
	M
	This is an identifier for the notification, which may be used to correlate notifications. The identifier of the notification shall be chosen to be unique across all notifications of a particular managed object throughout the time that correlation is significant, it uniquely identifies the notification from other notifications generated by the subject Information Object.
	

	eventTime
	M
	AlarmInformation.alarmChangedRaisedTime
	

	systemDN
	C
	It shall carry the DN of service providers.
	

	notificationType
	M
	"notifyChangedAlarm"
	

	probableCause
	M
	AlarmInformation.probableCause
	

	perceivedSeverity
	M
	AlarmInformation.perceivedSeverity
	

	alarmType
	M
	AlarmInformation.eventType
	

	alarmId
	M
	AlarmInformation.alarmId
	

	NOTE: 	MonitoredEntity represents objects that can have an alarmed state.
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