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*** First change ***
6.2.3.2.4
PDU session release

The IRI-POI in the SMF shall generate an xIRI containing an SMFPDUSessionRelease record when the IRI-POI present in the SMF detects that a PDU session been released. The IRI-POI present in the SMF shall generate the xIRI for the following events:

-
For a non-roaming scenario, the SMF (or for a roaming scenario, V-SMF in the VPLMN), receives the N1 NAS message (via AMF) PDU SESSION RELEASE COMMAND COMPLETE from the UE and the 5GSM state within the SMF is changed to PDU SESSION INACTIVE (see TS 24.501 [13]). This applies to the following two cases:

-
UE initiated PDU session release.

-
Network initiated PDU session release.

-
For a non-roaming scenario, the SMF (or for a roaming scenario, V-SMF in the VPLMN), receives the N1 NAS message (via AMF) PDU SESSION MODIFICATION COMMAND REJECT from the UE with the cause value #43 indicating an invalid PDU Session ID and the 5GSM state within the SMF is changed to PDU SESSION INACTIVE (see TS 24.501 [13]). This applies to the case where the UE rejects a PDU SESSION MODIFICATION COMMAND as it finds that the indicated PDU session ID is invalid. The 5GSM state is changed to PDU SESSION INACTIVE implicitly within the SMF.

-
For a home-routed roaming scenario, the SMF in the HPLMN (i.e. H-SMF) receives the N16: Nsmf_PDU_Session_Update response message with n1SmInfoFromUe IE containing the PDU SESSION RELEASE COMMAND COMPLETE (see TS 29.502 [16]) from the V-SMF. This applies to the following three cases:

-
UE initiated PDU session release.

-
Network (VPLMN) initiated PDU session release.

-
Network (HPLMN) initiated PDU session release.

-
For a home-routed roaming scenario, the SMF in the HPLMN (i.e. H-SMF) receives the N16: Nsmf_PDU_Session_Update response message with n1SmInfoFromUe IE containing the PDU SESSION MODIFICATION COMMAND REJECT (see TS 29.502 [16]) from the V-SMF with the cause value #43 indicating an Invalid PDU Session ID.

Table 6.2.3-3: Payload for SMFPDUSessionRelease record
	Field name
	Description
	M/C/O

	sUPI
	SUPI associated with the PDU session.
	M

	pEI
	PEI associated with the PDU session if available.
	C

	gPSI
	GPSI associated with the PDU session if available.
	C

	pDUSessionID
	PDU Session ID as assigned by the AMF.
	M

	timeOfFirstPacket
	Time of first packet for the PDU session. 
	C

	timeOfLastPacket
	Time of last packet for the PDU session. 
	C

	uplinkVolume
	Number of uplink octets for the PDU session. 
	C

	downlinkVolume
	Number of downlink octetsfor the PDU session. 
	C

	location
	Location information, if available.

Encoded as a userLocation parameter (location>locationInfo>userLocation), see Annex A.
	C
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