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	Reason for change:
	Interworking between EPS V2X and 5GS V2X is supported as specified in clause 5.8 of TS 23.287. 

During handover procedure between 5GS and EPS, the target RAN node needs to get the information such as the "V2X services authorized" indication per PC5 RAT, UE-PC5-AMBR per PC5 RAT, and PC5 QoS parameters to enable network scheduled operation mode.

However, it is not clear how the target RAN node gets this information.

	
	

	Summary of change:
	V2X related data are transferred between AMF and MME, and provided to the target RAN node during N26 based handover procedure.

	
	

	Consequences if not approved:
	For mobility case between EPS and 5GS, transferring V2X related data for PC5 operation between AMF and MME is not clear.

	
	

	Clauses affected:
	5.8.3

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	



Page 1


[bookmark: _Toc532891782]*** 1st change ***
[bookmark: _Toc19199125][bookmark: _Toc27821915]5.8.3	Mobility between EPS and 5GS over Uu
Interworking specified in clause 5.17 of TS 23.501 [6] and clause 4.11 of TS 23.502 [7] is applied to mobility between EPS and 5GS over Uu reference point with the following additions:. 
-	For N26 based handover, V2X related data including the "V2X services authorized" indication per PC5 RAT, UE-PC5-AMBR per PC5 RAT, and PC5 QoS parameters are transferred between AMF and MME, and are included in Handover Request message sent to the target RAN node. 
Any Unstructured type PDU Session established in 5GC based on the UE configuration as described in clause 5.1.3.1 is allowed to be transferred to EPC as non-IP PDN connection when non-IP PDN type is supported by UE and EPC as specified in clause 5.17.2.1 of TS 23.501 [6].
*** End of the changes ***
