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	CR
	Rev
	Rel
	Title
	Cat
	Vsn
	@ Mtg
	TD#
	Source to WG
	Work Item
	Clauses affected
	Other Aff Specs

	23.501
	2074
	3
	Rel-16
	#2_clarification on N6-based traffic forwarding of 5GLAN
	F
	16.3.0
	S2-136AH
	S2-2001679
	Huawei, HiSilicon
	Vertical_LAN
	5.29.4, 5.8.2.13.1, 5.6.7.1
	

	23.501
	2084
	3
	Rel-16
	Correction to Emergency services support by SNPN
	F
	16.3.0
	S2-136AH
	S2-2001521
	Nokia, Nokia Shanghai Bell
	Vertical_LAN
	5.30.1
	

	23.501
	2085
	4
	Rel-16
	Correction to TSN stream aggregation and QoS parameter mapping guidelines
	F
	16.3.0
	S2-137E
	S2-2002567
	Nokia, Nokia Shanghai Bell, Ericsson, Huawei, HiSilicon
	Vertical_LAN
	5.27.2, H.2, I.1
	

	23.501
	2097
	2
	Rel-16
	Correction to Access SNPN via PLMN
	F
	16.3.0
	S2-136AH
	S2-2001520
	MediaTek Inc.
	Vertical_LAN
	5.30.2.8
	

	23.501
	2133
	1
	Rel-16
	Clarification of TSN stream and traffic class
	F
	16.3.0
	S2-137E
	S2-2002580
	NTT DOCOMO
	Vertical_LAN
	5.28.2
	

	23.501
	2137
	1
	Rel-16
	Selecting network for Emergency services
	F
	16.3.0
	S2-137E
	S2-2002584
	Ericsson
	Vertical_LAN
	5.30.3.5
	

	23.501
	2143
	1
	Rel-16
	Correct the transfer and determination of the bridge delay related parameters
	F
	16.3.0
	S2-137E
	S2-2002559
	Vivo, Qualcomm Incorporated
	Vertical_LAN
	5.27.5, 5.27.8
	

	23.501
	2164
	1
	Rel-16
	Correction to network selection with multiple subscribed SNPNs
	F
	16.3.0
	S2-137E
	S2-2002587
	Intel
	Vertical_LAN
	5.30.2.4
	

	23.501
	2165
	1
	Rel-16
	Clarification for Support for multiple TSN working domains
	F
	16.3.0
	S2-137E
	S2-2002565
	NTT DOCOMO
	Vertical_LAN
	5.27.1.3
	

	23.501
	2171
	-
	Rel-16
	Adding reference points in the Architecture to support Time Sensitive Communication
	F
	16.3.0
	S2-137E
	S2-2002059
	Ericsson
	Vertical_LAN
	4.4.8.2
	

	23.501
	2172
	1
	Rel-16
	UPF selection based on traffic classes and VLAN
	F
	16.3.0
	S2-137E
	S2-2002578
	CATT
	Vertical_LAN
	5.8.2.11.10
	

	23.501
	2178
	-
	Rel-16
	Replace IEEE802.1Qbv with IEEE802.1Q
	F
	16.3.0
	S2-137E
	S2-2002091
	Tencent
	Vertical_LAN
	.2, 4.4.8.2, 5.27.4, 5.28.2, 5.28.3.1
	

	23.501
	2183
	1
	Rel-16
	Correction on QoS Flow Binding about TSN
	F
	16.3.0
	S2-137E
	S2-2002566
	Huawei, HiSilicon
	Vertical_LAN
	5.27.2
	Core: TS 23.503 CR0421



	23.501
	2194
	1
	Rel-16
	Clear description of Access to an SNPN
	F
	16.3.0
	S2-137E
	S2-2002590
	MediaTek Inc., Ericsson
	Vertical_LAN
	5.30.1
	

	23.501
	2197
	1
	Rel-16
	Vertical_LAN 5GLAN related CR for non-FASMO corrections
	F
	16.3.0
	S2-137E
	S2-2002557
	Nokia, Nokia Shanghai Bell
	Vertical_LAN
	3.2 ; 5.29 ; 5.8.2.13
	

	23.501
	2198
	1
	Rel-16
	Vertical_LAN TSN related CR for non-FASMO corrections
	F
	16.3.0
	S2-137E
	S2-2002570
	Nokia, Nokia Shanghai Bell, Tencent, Huawei
	Vertical_LAN
	2, 3.2, 4.4.8.1, 4.4.8.2, 5.27.1.1, 5.27.1.3, 5.27.1.2.2, 5.27.2, 5.27.4, 5.28.2, 5.28.3.1, 5.28.3.2, 5.28.4
	

	23.501
	2199
	-
	Rel-16
	Vertical_LAN NPN related CR for non-FASMO corrections
	F
	16.3.0
	S2-137E
	S2-2002213
	Nokia, Nokia Shanghai Bell, Ericsson
	Vertical_LAN
	Annex D.3
	

	23.501
	2202
	1
	Rel-16
	TSN working domain and aggregation
	F
	16.3.0
	S2-137E
	S2-2002571
	Huawei, Hisilicon
	Vertical_LAN
	3.1, 5.27.1
	

	23.501
	2204
	1
	Rel-16
	Updates for Bridge Delay information reporting and QoS mapping
	F
	16.3.0
	S2-137E
	S2-2002572
	Huawei, Hisilicon
	Vertical_LAN
	5.27.5, 5.28.1
	Core: TS/TR 23.502 CR 2150



	23.501
	2205
	-
	Rel-16
	Incorrect reference to IEEE 1588 Timestamp data type in normative Annex H.2
	F
	16.3.0
	S2-137E
	S2-2002229
	Intel
	Vertical_LAN
	Annex H.2
	

	23.501
	2212
	1
	Rel-16
	UPF selection based on TSN parameters and context correction
	F
	16.3.0
	S2-137E
	S2-2002581
	China Mobile
	Vertical_LAN
	5.28.1,5.28.4
	


