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* * * First Change * * * *

14.3.2.10
MBMS bearers request

Table 14.3.2.10-1 describes the information flow for the MBMS bearers request from VAL server to NRM server.
Table 14.3.2.10-1: MBMS bearers request
	Information element
	Status
	Description

	VAL group ID
	M
	The identity of the group that the MBMS bearer is requested for.

	Service announcement mode
	M
	Indicates whether the request is sent by NRM server or by the VAL server

	QoS
	M
	Indicates the requested QoS for the bearer

	Broadcast area
	O
	Indicate the area where the MBMS bearer is requested for

	Endpoint information
	M
	Information of the endpoint of the VAL server to which the user plane notifications have to be sent.


* * * Next Change * * * *

14.4.1
General

Table 14.4.1-1 illustrates the SEAL APIs for configuration management.

Table 14.4.1-1: List of SEAL APIs for network resource management
	API Name
	API Operations
	Known Consumer(s)
	Communication Type

	SS_NetworkResourceAdaptation
	Reserve_Network_Resource
	VAL server
	Request /Response

	
	Request_Unicast_Resource
	VAL server
	Request /Response

	
	Update_Unicast_Resource
	VAL server
	Request /Response

	
	Request_Multicast_Resource
	VAL server
	Request /Response

	
	Notify_UP_Delivery_Mode
	VAL server
	Subscribe/Notify


* * * Next Change * * * *

14.4.2.x1
Request_Unicast_Resource
API operation name: Request_Unicast_Resource
Description: Requesting unicast resource.
Known Consumers: VAL server.

Inputs: See subclause 14.3.2.6
Outputs: See subclause 14.3.2.7
See subclause 14.3.3 for the details of usage of this API operation.
* * * Next Change * * * *

14.4.2.x2
Update_Unicast_Resource
API operation name: Update_Unicast_Resource
Description: Updating unicast resource.
Known Consumers: VAL server.

Inputs: See subclause 14.3.2.8
Outputs: See subclause 14.3.2.9
See subclause 14.3.3 for the details of usage of this API operation.
* * * Next Change * * * *

14.4.2.x3
Request_Multicast_Resource
API operation name: Request_Multicast_Resource
Description: Requesting multicast resource.
Known Consumers: VAL server.

Inputs: See subclause 14.3.2.10
Outputs: See subclause 14.3.2.11
See subclause 14.3.4 for the details of usage of this API operation.
* * * Next Change * * * *

14.4.2.x4
Notify_UP_Delivery_Mode
API operation name: Notify_UP_Delivery_Mode
Description: Notifying the user plane delivery mode.
Known Consumers: VAL server.

Inputs: See subclause 14.3.2.12
Outputs: None.
See subclause 14.3.4 for the details of usage of this API operation.
* * * End of Changes * * * *
