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* * * First Change * * * *

9.1.1.2	Information flows
The following information flows of group management service of SEAL as specified in 3GPP TS 23.434 [6] are applicable for the V2X applications:
-	Group creation request specified in subclause 10.3.2.1;
-	Group creation response specified in subclause 10.3.2.2;
-	Group creation notifynotification specified in subclause 10.3.2.3;
-	Group information query request specified in subclause 10.3.2.4;
-	Group information query response specified in subclause 10.3.2.5;
-	Group membership update request specified in subclause 10.3.2.6;
-	Group membership update response specified in subclause 10.3.2.7;
-	Group membership notification specified in subclause 10.3.2.8;
-	Group deletion request specified in subclause 10.3.2.9;
-	Group deletion response specified in subclause 10.3.2.10;
-	Group deletion notification specified in subclause 10.3.2.11;
-	Group information request specified in subclause 10.3.2.12;
-	Group information response specified in subclause 10.3.2.13;
-	Group information subscribe request specified in subclause 10.3.2.14;
-	Group information subscribe response specified in subclause 10.3.2.15;
-	Group information notify request specified in subclause 10.3.2.16;
-	Group information notify response specified in subclause 10.3.2.17;
-	Store group configuration request specified in subclause 10.3.2.18;
-	Store group configuration response specified in subclause 10.3.2.19;
-	Get group configuration request specified in subclause 10.3.2.20;
-	Get group configuration response specified in subclause 10.3.2.21;
-	Subscribe group configuration request specified in subclause 10.3.2.22;
-	Subscribe group configuration response specified in subclause 10.3.2.23;
-	Notify group configuration request specified in subclause 10.3.2.24;
-	Notify group configuration response specified in subclause 10.3.2.25;
-	Configure VAL group request specified in subclause 10.3.2.26;
-	Configure VAL group response specified in subclause 10.3.2.27;
-	Group announcement specified in subclause 10.3.2.268;
-	Group registration request specified in subclause 10.3.2.279;
-	Group registration response specified in subclause 10.3.2.2830;
-	Identity list notification specified in subclause 10.3.2.31;
-	Group de-registration request specified in subclause 10.3.2.32;
-	Group de-registration response specified in subclause 10.3.2.33;


* * * Second Change * * * *
[bookmark: _Toc9812373][bookmark: _Toc27954009][bookmark: _Toc536270993][bookmark: _Toc536270686][bookmark: _Toc9812617]9.1.3.2	Information flows
The following information flows of location management service of SEAL as specified in 3GPP TS 23.434 [6] are applicable for the V2X applications:
-	Location reporting configuration request specified in subclause 9.3.2.10;
-	Location reporting configuration response specified in subclause 9.3.2.1;
-	Location information report specified in subclause 9.3.2.2;
-	Location information request specified in subclause 9.3.2.3;
-	Location reporting trigger specified in subclause 9.3.2.4;
-	Location information subscription request specified in subclause 9.3.2.5;
-	Location information subscription response specified in subclause 9.3.2.6;
-	Location information notification specified in subclause 9.3.2.7;

* * * Third Change * * * *
[bookmark: _Toc9812629][bookmark: _Toc9812385][bookmark: _Toc27954021]9.1.6.2	Information flows
The following information flows of network resource management service of SEAL specified in 3GPP TS 23.434 [6] are applicable for the V2X applications:
-	Network resource adaptation request specified in subclause 14.3.2.1;
-	Network resource adaptation response specified in subclause 14.3.2.2;
-	MBMS bearer announcement specified in subclause 14.3.2.3;
-	MBMS listening status report specified in subclause 14.3.2.4; and
-	MBMS suspension reporting instruction specified in subclause 14.3.2.5;
-	Resource request specified in subclause 14.3.2.6;
-	Resource response specified in subclause 14.3.2.7;
-	Resource modification request specified in subclause 14.3.2.8;
-	Resource modification response specified in subclause 14.3.2.9;
-	MBMS bearers request specified in subclause 14.3.2.10;
-	MBMS bearers response specified in subclause 14.3.2.11;
-	User plane delivery mode specified in subclause 14.3.2.12;

[bookmark: _Toc9812630][bookmark: _Toc9812386][bookmark: _Toc27954022]9.1.6.3	Procedures
The following procedures of network resource management service of SEAL specified 3GPP TS 23.434 [6] are applicable for the V2X applications:
-	Request for unicast resources at VAL service communication establishment specified in subclause 14.3.3.2.1;
-	Request for modification of unicast resources specified in subclause 14.3.3.2.2;
-	Network resource adaptation specified in subclause 14.3.3.3.1;
-	Use of pre-established MBMS bearers specified in subclause 14.3.4.2;
-	Use of dynamic MBMS bearer establishment specified in subclause 14.3.4.3;
-	MBMS bearer announcement over MBMS bearer specified in subclause 14.3.4.4;
-	MBMS bearer quality detection specified in subclause 14.3.4.5;
-	Service continuity in MBMS scenarios specified in subclause 14.3.4.6;
-	MBMS suspension notification specified in subclause 14.3.4.7; and
-	MBMS bearer event notification specified in subclause 14.3.4.8.;
-	Switching between MBMS bearer and unicast bearer specified in subclause 14.3.4.9.

* * * Fourth Change * * * *
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The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
-	References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.
-	For a specific reference, subsequent revisions do not apply.
-	For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
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[2]	3GPP TS 22.185: "Service requirements for V2X services; Stage 1".
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[6]	3GPP TS 23.434: "Service enabler architecture layer for verticals; Functional architecture and information flows; Stage 2".

* * * End Change * * * *

