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	Reason for change:
	The definition of SN Id is specified as SN Id = PLMN*:NID
with PLMN* equal to either a PLMN ID or a shortened one.
However, a short PLMN id is not specified in stage 3. No reasoning for shortening a PLMN id is provided in 33.501. Further, 24.501 table 9.12.1.1 defines SNPN SN Id similar to PLMN SN Id. Only the additon of ":NID" is specified for SNPN. It is therefore proposed to delete the misleading parts and correct PLMN* to PLMN ID.

	
	

	Summary of change:
	Change to SN Id = PLMN ID:NID
Deletion of the text behind to only allow PLMN ID. 
Resolution of ed note by referencing to the stage 3 details.
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	Misleading spec for SNPN SN Id.
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[bookmark: _Toc26876075][bookmark: _Toc19635008]******** START OF CHANGES

[bookmark: _Toc19635007][bookmark: _Toc26876074]I.3.2	Definition of SN Id for standalone non-public networks
For standalone non-public networks, the SN Id (used in the input for various key/parameter derivations) identifies the serving SNPN. 
It is defined as follows:
SN Id = PLMN* PLMN ID:NID
with and is specified in detail in TS 24.501 [35].PLMN* equal to either a PLMN ID or a shortened one.
Editor’s note: The exact coding format of PLMN* and NID will need to be taken based on the conclusion on what to broadcast for standalone non-public networks is made by other groups.
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