

	
3GPP TSG-SA2 Meeting #148e 	S2-2109331
Elbonia, Elbonia, Nov 15-19, 2021										revision of S2-2108965r07
	CR-Form-v12.1

	CHANGE REQUEST

	

	
	23.247
	CR
	0074
	rev
	1
	Current version:
	17.0.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	X
	Core Network
	X



	

	Title:	
	Broadcast Frequency selection Identifier

	
	

	Source to WG:
	Nokia, Nokia Shanghai Bell, ZTE, Ericsson, Huawei, HiSilicon

	Source to TSG:
	S2

	
	

	Work item code:
	5MBS
	
	Date:
	2021-10-11

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-17

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-15	(Release 15)
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)

	
	

	Reason for change:
	SA2 received an LS from RAN2 requesting to introduce a new identifier for reducing the volume broadcasted in SIB (to be used instead of TMGIs). SA2 agreed a reply LS in S2-2108175 announcing the intention to introduce such an identifier.

	
	

	Summary of change:
	Introduce MBS XXX ID (a temporary name).
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6.5.X	MBS XXX ID
Editor's note: The name MBS XXX ID is temporary and FFS.
The MBS XXX ID is used for broadcast MBS session to guide the frequency selection of the UE.
MBS XXX ID identifies a preconfigured area within which the cell(s) announces the MBS XXX ID and the associating frequency (details see TS 38.300 [9]). MBS XXX ID and their mapping to frequencies are provided to RAN nodes via OAM. 
Based on this configuration, RAN nodes announce in SIBs over the radio interface information about the MBS XXX IDs and frequencies.
The MBS XXX ID(s) of a broadcast MBS session are communicated in the service announcement towards the UE. The UE compares those MBS XXX IDs(s) with the MBS XXX ID(s) in SIBs for frequency selection.
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