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[bookmark: _Toc50705739][bookmark: _Toc50991610][bookmark: _Toc58411290][bookmark: _Toc82168502]7.1.2.2.3	Parameters to be updated
Table 7.1.2.2.3-1: Ranges of handover parameters
	Control parameters
	Definition
	Legal Values

	Maximum deviation of Handover Trigger
	This parameter defines the maximum allowed absolute deviation of the Handover Trigger, from the default point of operation (see clause 15.5.2.5 in TS 38.300 [7] and clause 9.2.2.61 in TS 38.423 [17]). The upper and lower bounds of this parameter are configured separately.
	[-20..20] in unit 0.5 dB

	Minimum time between Handover Trigger changes
	This parameter defines the minimum allowed time interval between two Handover Trigger change performed by MRO. This is used to control the stability and convergence of the algorithm (see clause 15.5.2.5 in TS 38.300 [7]).
	[0.. 604800] in unit Seconds

	Tstore_UE_cntxt
	The timer used for detection of too early HO, too late HO and HO to wrong cell. Corresponds to Tstore_UE_cntxt timer described in clause 15.5.2.5 in TS 38.300 [7].
	[0..1023] in unit 100 milliseconds


[bookmark: OLE_LINK1][bookmark: OLE_LINK2]
	End of changes
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