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* * * First Change * * * *
[bookmark: _Toc454349351][bookmark: _Toc98840451][bookmark: _Toc91749791][bookmark: _Toc83314020][bookmark: _Toc468110565][bookmark: _Toc468105470][bookmark: _Toc98840368][bookmark: _Toc91749714][bookmark: _Toc70510047]7.3.2.9	Discover MBS Session response
The usage of Discover MBS Session response is similar to Discover Bearer response for eMBMS as it defined in 3GPP TS 23.280 [3].
Table 7.3.2.9-1 describes the information flow discover MBS session response from an MC service server (MBS session control role) to the MC service server.
Table 7.3.2.9-1: Discover MBS session response
	Information element
	Status
	Description

	MBS Session ID(s)
	M
	List of MBS session IDs and related information

	List of MBS service area information (NOTE)
	O  
	A list of MBS service area identifiers for the applicable MBS session service areas, corresponding to the listed MBS session IDs, over which the request was successful.

	Frequency
	O
	Identification of the frequency if multi-carrier support is provided

	5QI
	O
	5QI information used by the ProSe UE-Network relay to determine the ProSe PQI value to be applied for the MBS session packets relayed to a remote UE over PC5.

	NOTE:	List of MBS service area information is optional and needed once it is applicable with the MBS session ID under consideration..



NOTE:	List of MBS service area information is optional and needed once it is applicable with the MBS session ID under consideration.

* * * End of Change * * * *
