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	Reason for change:
	The incoming LS S6-220930 and attached CR S6-220857 notified SA2 of the agreed updates in the SA6 TS 23.558 with respect to the definition of the ECS Configuration Information.

TS 23.548 needs to be aligned with the update of TS 23.558 

	
	

	Summary of change:
	Clause 6.5.2.1 is updated to refer to the ECS configuration information defined in TS 23.558. 

Details of spatial validity conditions are also included. This information is referenced by TS 23.558.

	
	

	Consequences if not approved:
	Misalignment between the definition of ECS Address Configuration Information in TS 23.548 and the one of ECS Configuration Information in TS 23.558
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[bookmark: _Toc98865237][bookmark: _Toc51834470][bookmark: _Toc47592389][bookmark: _Toc45192757][bookmark: _Toc36191671][bookmark: _Toc27894604][bookmark: _Toc20203919][bookmark: _Toc91153827]>>>>BEGINNING OF CHANGES<<<<
[bookmark: _Toc73524708][bookmark: _Toc73527612][bookmark: _Toc73950288][bookmark: _Toc81492221][bookmark: _Toc81492785][bookmark: _Toc81816546][bookmark: _Toc98917496]6.5.2.1	ECS Address Configuration Information
The ECS Address Configuration Information consists of one or more ECS Configuration Information as defined in clause 8.3.2.1 of 3GPP TS 23.558 [5]FQDN(s) and/or IP address(es) of Edge Configuration Server(s), and of an ECS Provider ID. It The ECS Configuration Information may also contain Sspatial Vvalidity Cconditions, which includes one of the following alternatives:
-	a Geographical Service Area (see TS 23.558 [6]);
-	a list of TA(s); or
-	a list of countries (list of MCC).  
It is further described in TS 23.502 [3]. A UE may receive multiple instances of ECS Address ConfigurationProvisioning Iinformation (e.g., corresponding to different ECSPs Provider Id(e.g., the MNO or a 3rd party service provider).
The ECS Address Configuration Information is sent to the UE on a per PDU Session basis.; The same PDU session can be used by multiple ECS providers.
The SMF does not need to be aware of the internal structure of the ECS Address Configuration Information.
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