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	First change
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The following figure 5.2.2.8.4.1 describes a PDU session charging release in roaming Home home routed scenario based on figure 4.3.4.3.1 TS 23.502 [201] description: 



Figure 5.2.2.12.4.1: PDU session charging: release roaming Home Routedhome routed
 
2a-2b.	(UE, (R)AN or serving network initiated) N4 session release between H-SMF and H-UPF.
2ch_a. A Charging Data Request [Termination] is sent to CHF with the set of QFI(s) counts.
2ch-b. The CHF closes the CDR
2ch-c. The CHF acknowledges by sending Charging Data Response [Termination] to the H-SMF. 

4a-4b.	N4 session release between V-SMF and V-UPF.
4ch-a. A Charging Data Request [Termination] is sent to CHF with the set of QFI(s) counts.
4ch-b. The CHF closes the CDR 
4ch-c. The CHF acknowledges by sending Charging Data Response [Termination] to the V-SMF. 

15b-15c.	(HPLMN initiated release) N4 session release between H-SMF and H-UPF.
15ch_a. A Charging Data Request [Termination] is sent to CHF with the set of QFI(s) counts.
15ch-b. The CHF closes the CDR
15ch-c. The CHF acknowledges by sending Charging Data Response [Termination] to the H-SMF. 

NOTE: Either 2ch or 15ch is done depending on if the release is UE, (R)AN, serving network, or HPLMN initiated. 


	End of changes
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