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[bookmark: _Toc20149624][bookmark: _Toc27846415][bookmark: _Toc36187539][bookmark: _Toc45183443][bookmark: _Toc47342285][bookmark: _Toc51768983][bookmark: _Toc106187668]2	References
The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
-	References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.
-	For a specific reference, subsequent revisions do not apply.
-	For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
[w]	3GPP TS 23.540: "Technical realization of Service Based Short Message Service; Stage 2".
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[bookmark: _Toc106187682]4.2.7	Reference points
The 5G System Architecture contains the following reference points:
N1:	Reference point between the UE and the AMF.
N2:	Reference point between the (R)AN and the AMF.
N3:	Reference point between the (R)AN and the UPF.
N4:	Reference point between the SMF and the UPF.
N6:	Reference point between the UPF and a Data Network.
N9:	Reference point between two UPFs.
The following reference points show the interactions that exist between the NF services in the NFs. These reference points are realized by corresponding NF service-based interfaces and by specifying the identified consumer and producer NF service as well as their interaction in order to realize a particular system procedure.
N5:	Reference point between the PCF and an AF or TSN AF.
N7:	Reference point between the SMF and the PCF.
N8:	Reference point between the UDM and the AMF.
N10:	Reference point between the UDM and the SMF.
N11:	Reference point between the AMF and the SMF.
N12:	Reference point between AMF and AUSF.
N13:	Reference point between the UDM and Authentication Server function the AUSF.
N14:	Reference point between two AMFs.
N15:	Reference point between the PCF and the AMF in the case of non-roaming scenario, PCF in the visited network and AMF in the case of roaming scenario.
N16:	Reference point between two SMFs, (in roaming case between SMF in the visited network and the SMF in the home network).
N16a:	Reference point between SMF and I-SMF.
N17:	Reference point between AMF and 5G-EIR.
N18:	Reference point between any NF and UDSF.
N19:	Reference point between two PSA UPFs for 5G LAN-type service.
N22:	Reference point between AMF and NSSF.
N23:	Reference point between PCF and NWDAF.
N24:	Reference point between the PCF in the visited network and the PCF in the home network.
N27:	Reference point between NRF in the visited network and the NRF in the home network.
N28:	Reference point between PCF and CHF.
N29:	Reference point between NEF and SMF.
N30:	Reference point between PCF and NEF.
NOTE 1:	The functionality of N28 and N29 and N30 reference points are defined in TS 23.503 [45].
N31:	Reference point between the NSSF in the visited network and the NSSF in the home network.
NOTE 2:	In some cases, a couple of NFs may need to be associated with each other to serve a UE.
N32:	Reference point between a SEPP in one PLMN or SNPN and a SEPP in another PLMN or SNPN; or between a SEPP in a SNPN and a SEPP in a CH/DCS, where the CH/DCS contains a UDM/AUSF.
NOTE 3:	The functionality of N32 reference point is defined in TS 33.501 [29].
N33:	Reference point between NEF and AF.
N34:	Reference point between NSSF and NWDAF.
N35:	Reference point between UDM and UDR.
N36:	Reference point between PCF and UDR.
N37:	Reference point between NEF and UDR.
N38:	Reference point between I-SMFs and between V-SMFs.
N40:	Reference point between SMF and the CHF.
N41:	Reference point between AMF and CHF in HPLMN.
N42:	Reference point between AMF and CHF in VPLMN.
NOTE 4:	The functionality of N40, N41 and N42 reference points are defined in TS 32.240 [41].
N43:	Reference point between PCFs.
NOTE 5:	The functionality of N43 reference point is defined in TS 23.503 [45].
NOTE 6:	The reference points from N44 up to and including N49 are reserved for allocation and definition in TS 32.240 [41].
N50:	Reference point between AMF and the CBCF.
N51:	Reference point between AMF and NEF.
N52:	Reference point between NEF and UDM.
N55:	Reference point between AMF and the UCMF.
N56:	Reference point between NEF and the UCMF.
N57:	Reference point between AF and the UCMF.
NOTE 7:	The Public Warning System functionality of N50 reference point is defined in TS 23.041 [46].
N58:	Reference point between AMF and the NSSAAF.
N59:	Reference point between UDM and the NSSAAF.
N60:	Reference point between AUSF and NSWOF.
NOTE 8:	The functionality of N60 reference point is defined in TS 33.501 [29].
N80:	Reference point between AMF and NSACF.
N81:	Reference point between SMF and NSACF.
N82:	Reference point between NSACF and NEF.
N83:	Reference point between AUSF and NSSAAF.
N84:	Reference point between TSCTSF and PCF.
N85:	Reference point between TSCTSF and NEF.
N86:	Reference point between TSCTSF and AF.
N87:	Reference point between TSCTSF and UDM.
N88:	Reference point between SMF and EASDF.
NOTE 9:	The reference points from N90 up to and including N95 are reserved for allocation and definition in TS 23.503 [45].
The reference points to support SMS over NAS are listed in clause 4.4.2.2.
The reference points to support Location Services are listed in TS 23.273 [87].
The reference points to support SBA in IMS (N5, N70 and N71) are described in TS 23.228 [15].
The reference points to support AKMA (N61, N62 and N63) are described in TS 33.535 [124].
The reference points to support 5G ProSe are described in TS 23.304 [128].
The reference points to support 5G multicast-broadcast services are described in TS 23.247 [129].
The reference points to Support Uncrewed Aerial Systems (UAS) connectivity, identification and tracking are described in TS 23.256 [136].
The reference points to support SBA in GBA and GBA push (N65, N66, N67 and N68) are described in TS 33.220 [140] and TS 33.223 [141].
The reference points to support SMS delivery using SBA are described in TS 23.540 [w].
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4.4	Specific services
[bookmark: _Toc20149671][bookmark: _Toc27846462][bookmark: _Toc36187586][bookmark: _Toc45183490][bookmark: _Toc47342332][bookmark: _Toc51769030][bookmark: _Toc106187720]4.4.1	Public Warning System
The Public Warning System architecture for 5G System is specified in TS 23.041 [46].
[bookmark: _Toc20149672][bookmark: _Toc27846463][bookmark: _Toc36187587][bookmark: _Toc45183491][bookmark: _Toc47342333][bookmark: _Toc51769031][bookmark: _Toc106187721]4.4.2	SMS over NAS
4.4.2.0	General
This clause introduces legacy SMS over NAS architecture, in which the interfaces between SMSF/UDM and SMS-GMSC/SMS-IWMSC/IP-SM-GW/SMS Router are still based on legacy protocol (i.e. MAP or Diameter).
The SBI-based SMS architecture and interfaces are specified in TS 23.540 [w].
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[bookmark: _Toc20150188][bookmark: _Toc27846996][bookmark: _Toc36188127][bookmark: _Toc45184034][bookmark: _Toc47342876][bookmark: _Toc51769578][bookmark: _Toc106188355]6.2.5	NEF
[bookmark: _Toc106188356]6.2.5.0	NEF functionality
The Network Exposure Function (NEF) supports the following independent functionality:
-	Exposure of capabilities and events:
	NF capabilities and events may be securely exposed by NEF for e.g. 3rd party, Application Functions, Edge Computing as described in clause 5.13.
	NEF stores/retrieves information as structured data using a standardized interface (Nudr) to the Unified Data Repository (UDR).
-	Secure provision of information from external application to 3GPP network:
	It provides a means for the Application Functions to securely provide information to 3GPP network, e.g. Expected UE Behaviour, 5G-VN group information, time synchronization service information and service specific information. In that case the NEF may authenticate and authorize and assist in throttling the Application Functions.
-	Translation of internal-external information:
	It translates between information exchanged with the AF and information exchanged with the internal network function. For example, it translates between an AF-Service-Identifier and internal 5G Core information such as DNN, S-NSSAI, as described in clause 5.6.7.
	In particular, NEF handles masking of network and user sensitive information to external AF's according to the network policy.
-	Redirecting the AF to a more suitable NEF/L-NEF e.g. when serving an AF request for local information exposure and detecting there is a more appropriate NEF instance to serve the AF's request.
-	The Network Exposure Function receives information from other network functions (based on exposed capabilities of other network functions). NEF stores the received information as structured data using a standardized interface to a Unified Data Repository (UDR). The stored information can be accessed and "re-exposed" by the NEF to other network functions and Application Functions, and used for other purposes such as analytics.
-	A NEF may also support a PFD Function: The PFD Function in the NEF may store and retrieve PFD(s) in the UDR and shall provide PFD(s) to the SMF on the request of SMF (pull mode) or on the request of PFD management from NEF (push mode), as described in TS 23.503 [45].
-	A NEF may also support a 5G-VN Group Management Function: The 5G-VN Group Management Function in the NEF may store the 5G-VN group information in the UDR via UDM as described in TS 23.502 [3].
-	Exposure of analytics:
	NWDAF analytics may be securely exposed by NEF for external party, as specified in TS 23.288 [86].
-	Retrieval of data from external party by NWDAF:
	Data provided by the external party may be collected by NWDAF via NEF for analytics generation purpose. NEF handles and forwards requests and notifications between NWDAF and AF, as specified in TS 23.288 [86].
-	Support of Non-IP Data Delivery:
	NEF provides a means for management of NIDD configuration and delivery of MO/MT unstructured data by exposing the NIDD APIs as described in TS 23.502 [3] on the N33/Nnef reference point. See clause 5.31.5.
-	Charging data collection and support of charging interfaces.
-	Support of UAS NF functionality:
	Details are defined in TS 23.256 [136].
-	Support of EAS deployment functionality:
	Details are defined in TS 23.548 [130].
-	Support of SBI-based MO SM transmit for MSISDN-less MO SMS:
	Details are defined in TS 23.540 [w].
A specific NEF instance may support one or more of the functionalities described above and consequently an individual NEF may support a subset of the APIs specified for capability exposure.
NOTE:	The NEF can access the UDR located in the same PLMN as the NEF.
The services provided by the NEF are specified in clause 7.2.8.
For external exposure of services related to specific UE(s), the NEF resides in the HPLMN. Depending on operator agreements, the NEF in the HPLMN may have interface(s) with NF(s) in the VPLMN.
When a UE is capable of switching between EPC and 5GC, an SCEF+NEF is used for service exposure. See clause 5.17.5 for a description of the SCEF+NEF.
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[bookmark: _Toc20150255][bookmark: _Toc27847063][bookmark: _Toc36188196][bookmark: _Toc45184109][bookmark: _Toc47342951][bookmark: _Toc51769653][bookmark: _Toc106188458]7.2.5	UDM Services
The following NF services are specified for UDM:
Table 7.2.5-1: NF Services provided by UDM
	Service Name
	Description
	Reference in TS 23.502 [3]

	[bookmark: _PERM_MCCTEMPBM_CRPT99180006___2]Nudm_UECM
	1.	Provide the NF consumer of the information related to UE's transaction information, e.g. UE's serving NF identifier, UE status, etc.
2.	Allow the NF consumer to register and deregister its information for the serving UE in the UDM.
3.	Allow the NF consumer to update some UE context information in the UDM.
	5.2.3.2

	[bookmark: _PERM_MCCTEMPBM_CRPT99180007___2]Nudm_SDM
	1.	Allow NF consumer to retrieve user subscription data when necessary.
2.	Provide updated user subscriber data to the subscribed NF consumer.
	5.2.3.3

	[bookmark: _PERM_MCCTEMPBM_CRPT99180008___2]Nudm_UEAuthentication
	1.	Provide updated authentication related subscriber data to the subscribed NF consumer.
2.	For AKA based authentication, this operation can be also used to recover from security context synchronization failure situations.
3.	Used for being informed about the result of an authentication procedure with a UE.
	5.2.3.4

	[bookmark: _PERM_MCCTEMPBM_CRPT99180009___2]Nudm_EventExposure
	1.	Allow NF consumer to subscribe to receive an event.
2.	Provide monitoring indication of the event to the subscribed NF consumer.
	5.2.3.5

	Nudm_ParameterProvision
	[bookmark: _PERM_MCCTEMPBM_CRPT99180010___2]1.	To provision information which can be used for the UE in 5GS.
	5.2.3.6

	Nudm_NIDDAuthorisation
	[bookmark: _PERM_MCCTEMPBM_CRPT99180011___2]1.	To authorise an NIDD configuration request for the received External Group Identifier or GPSI.
	5.2.3.7

	Nudm_ ServiceSpecificAuthorisation
	[bookmark: _PERM_MCCTEMPBM_CRPT99180012___2]1.	To authorise for a specific service configuration.
	5.2.3.8

	Nudm_ReportSMDeliveryStatus
	1.	To report the SM-Delivery Status to UDM.
	5.2.3.9





* * * * next change * * * *

[bookmark: _Toc45184112][bookmark: _Toc47342954][bookmark: _Toc51769656][bookmark: _Toc106188461]7.2.8	NEF Services
The following NF services are specified for NEF:
Table 7.2.8-1: NF Services provided by NEF
	Service Name
	Description
	Reference in TS 23.502 [3] or other TS

	Nnef_EventExposure
	Provides support for event exposure.
	5.2.6.2

	Nnef_PFDManagement
	Provides support for PFDs management.
	5.2.6.3

	Nnef_ParameterProvision
	Provides support to provision information which can be used for the UE in 5GS.
	5.2.6.4

	Nnef_Trigger
	Provides support for device triggering.
	5.2.6.5

	Nnef_BDTPNegotiation
	Provides support for background data transfer policy negotiation and optionally notification for the renegotiation.
	5.2.6.6

	Nnef_TrafficInfluence
	Provide the ability to influence traffic routing.
	5.2.6.7

	Nnef_ChargeableParty
	Requests to become the chargeable party for a data session for a UE.
	5.2.6.8

	Nnef_AFsessionWithQoS
	Requests the network to provide a specific QoS for an AS session.
	5.2.6.9

	Nnef_MSISDN-less_MO_SMS
	Used by the NEF to send MSISDN-less MO SM to the AF.
	5.2.6.10

	Nnef_ServiceParameter
	Provides support to provision service specific information.
	5.2.6.11

	Nnef_APISupportCapability
	Provides support for awareness on availability or expected level of a service API.
	5.2.6.12

	Nnef_NIDDConfiguration
	Used for configuring necessary information for data delivery via the NIDD API.
	5.2.6.13

	Nnef_NIDD
	Used for NEF anchored MO and MT unstructured data transport.
	5.2.6.14

	Nnef_SMContext
	Provides the capability to create, update or release the SMF-NEF Connection.
	5.2.6.15

	Nnef_AnalyticsExposure
	Provides support for exposure of network analytics.
	5.2.6.16

	Nnef_UCMFProvisioning
	Provides the ability to configure the UCMF with dictionary entries consisting of UE manufacturer-assigned UE Radio Capability IDs, the corresponding UE radio capabilities, the corresponding UE Radio Capability for Paging and the (list of) associated IMEI/TAC value(s) via the NEF. The UE radio capabilities the NEF provides for a UE radio Capability ID can be in TS 36.331 [51] format, TS 38.331 [28] format or both formats. Also used for deletion (e.g. as no longer used) or update (e.g. to add or remove a (list of) IMEI/TAC value(s) associated to an entry) of dictionary entries in the UCMF.
	5.2.6.17

	Nnef_ECRestriction
	Provides support for queuing status of enhanced coverage restriction, or enable/disable enhanced coverage restriction per individual UEs.
	5.2.6.18

	Nnef_ApplyPolicy
	Provides the capability to apply a previously negotiated Background Data Transfer Policy to a UE or a group of UEs.
	5.2.6.19

	Nnef_Location
	Provides the capability to deliver UE location to AF.
	5.2.6.21

	Nnef_AMInfluence
	Provides the ability to influence access and mobility management related policies for one or multiple UEs.
	5.2.6.22

	Nnef_AMPolicyAuthorization
	Provides the ability to provide inputs that can be used by the PCF for deciding access and mobility management related policies.
	5.2.6.23

	Nnef_AKMA
	AKMA Application Key derivation service.
	TS 33.535 [124]

	Nnef_Authentication
	This service enables the consumer to authenticate and authorize the Service Level Device Identity as described in TS 23.256 [136].
	TS 23.256 [136]

	Nnef_TimeSynchronization
	Provides the ability to support for (g)PTP or 5G access stratum based time synchronization service.
	5.2.6.25

	Nnef_EASDeployment
	EAS deployment service.
	5.2.6.26

	Nnef_UEId
	UE Identifier service, which supports to retrieve AF specific UE Identifier based on UE address.
	5.2.6.27

	Nnef_MBSTMGI
	Allows AF to request allocation/deallocation of TMGI(s) for MBS Session.
	TS 23.247 [129]

	Nnef_MBSSession
	Allows AF to create, update and delete MBS Session.
	TS 23.247 [129]

	Nnef_ASTI
	Provides the ability to influence 5G access stratum based time distribution configuration.
	5.2.6.28

	Nnef_SMService
	Used for SBI-based MO SM transmit through NEF for MSISDN-less MO SMS.
	5.2.6.29




* * * * next change * * * *
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The following NF services are specified for SMSF:
Table 7.2.9-1: NF Services provided by SMSF
	Service Name
	Description
	Reference in TS 23.502 [3]

	Nsmsf_SMService
	This service allows AMF to authorize SMS and activate SMS for the served user on SMSF. 
Additionally, this service allows downlink SMS message transmit from consumer NF to SMSF.
	5.2.9.2
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