

	
	3GPP TSG-SA5 Meeting #146	S5-226360
Toulouse, France, 14th Nov 2022 - 18th Nov 2022
	CR-Form-v12.2

	CHANGE REQUEST

	

	
	28.540
	CR
	0019
	rev
	-
	Current version:
	17.2.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.






	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	X
	Core Network
	X



	

	Title:	
	Rel-17 CR for TS28.540 editorialCorrections

	
	

	Source to WG:
	ZXNE

	Source to TSG:
	SA5

	
	

	Work item code:
	TEI17
	
	Date:
	2022-11-04

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-17

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)
Rel-19	(Release 19)

	
	

	Reason for change:
	editorialCorrections

	
	

	Summary of change:
	editorialCorrections

	
	

	Consequences if not approved:
	Typos

	
	

	Clauses affected:
	3.2,4.8, Annex A

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	





Start of changes
[bookmark: _Toc509579922][bookmark: _Toc523216027][bookmark: _Toc90043663]3.2	Abbreviations
For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].
5GC	5G Core network
5GS	5G System
AMF	Access and Mobility Management Function
EN-DC	E-UTRA-NR Dual Connectivity
EPS	Evolved Packet System
MR-DC	Multi-RAT Dual Connectivity
NG-RAN	NG Radio Access Network
NR	New Radio
[bookmark: _GoBack]PCF	Policy Controle Control Function
UDM	Unified Data Management
UDR	Unified Data Repository
UDSF	Unstructured Data Storage Function

[bookmark: _Toc90043436]Second change
[bookmark: _Toc90043672]4.8	Remote Interference Management
A remote interference scenario may involve a number of victim and aggressor cells, where the gNBs execute Remote Interference Management (RIM) coordination on behalf of their respective cells. Aggressor and victim gNBs or cells can be grouped into semi-static sets, where each cell is asigned assigned a set ID, and is configured with a RIM Reference Signal (RIM-RS) and the radio resources associated with the set ID. As defined in TS 38.300 [3].
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[bookmark: historyclause][bookmark: _Toc509579929][bookmark: _Toc523216043][bookmark: _Toc90043683]Annex A (informative):
Change history
	Change history

	Date
	Meeting
	TDoc
	CR
	Rev
	Cat
	Subject/Comment
	New version

	[bookmark: _Hlk511590792]2018-12
	SA#82
	SP-181046
	0001
	2
	C
	Support read-only representation of NR beam properties in NG-RAN NRM definitions
	15.1.0

	2019-06
	SA#84
	SP-190373
	0002
	1
	B
	Update NRM requirement to support SBA management
	16.0.0

	2019-12
	SA#86
	SP-191166
	0003
	2
	B
	Add OAM support for RIM parameters
	16.1.0

	2019-12
	SA#86
	SP-191170
	0004
	1
	C
	Add GSMA GST mapping related requirements
	16.1.0

	2019-12
	SA#86
	SP-191166
	0007
	1
	B
	Add requirement on NR sector carrier coverage configuration
	16.1.0

	2020-03
	SA#87E
	SP-200169
	0009
	-
	F
	Correction of requirement number
	16.2.0

	2020-09
	SA#89e
	SP-200748
	0011
	-
	B
	Add requirements for NR NRM to support RAN sharing scenario
	17.0.0

	2021-06
	SA#92e
	SP-210410
	0014
	1
	B
	Update the requirements for for management of network slice and network slice subnet
	17.1.0

	2021-12
	SA#94e
	SP-211468
	0016
	-
	B
	Add NRM requirements for authentication and authorization
	17.2.0
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