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[bookmark: _Toc26369705][bookmark: _Toc36227587][bookmark: _Toc36228602][bookmark: _Toc36229229][bookmark: _Toc68847549][bookmark: _Toc74611484][bookmark: _Toc75566763][bookmark: _Toc89790315][bookmark: _Toc99466953][bookmark: _Toc114649008]Annex AA (informative):
IANA registration information for Data Channel Sub-protocols
[bookmark: _Toc26369706][bookmark: _Toc36227588][bookmark: _Toc36228603][bookmark: _Toc36229230][bookmark: _Toc68847550][bookmark: _Toc74611485][bookmark: _Toc75566764][bookmark: _Toc89790316][bookmark: _Toc99466954][bookmark: _Toc114649009]AA.1	Introduction
[bookmark: _MCCTEMPBM_CRPT86941590___5]This Annex provides the data channel sub-protocol registration information that is referenced from the WebSocket sub-protocol name registry by IANA at https://www.iana.org/assignments/websocket/websocket.xhtml#subprotocol-name. 
NOTE: that data channels and WebSockets share the same sub-protocol definitions.
[bookmark: _Toc26369707][bookmark: _Toc36227589][bookmark: _Toc36228604][bookmark: _Toc36229231][bookmark: _Toc68847551][bookmark: _Toc74611486][bookmark: _Toc75566765][bookmark: _Toc89790317][bookmark: _Toc99466955][bookmark: _Toc114649010]AA.2	HTTP
The subprotocol Identifier is:
	http
The subprotocol Common Name is:
	http
The subprotocol is defined in the specification:
	3GPP TS 26.114, IP Multimedia Subsystem (IMS); Multimedia telephony; Media handling and interaction

A short phrase describing the function of the subprotocol:
	A UTF-8 encoded HTTP/1.1 compatible protocol over data channel.
Associated attributes:
	None.
Contact information for the organization or person making the registration
[bookmark: _MCCTEMPBM_CRPT86941674___2]	3GPP Specifications Manager
	3gppContact@etsi.org
	+33 (0)492944200
AA.3	MPEG Scene Description
The subprotocol Identifier is:
	mpeg-sd
The subprotocol Common Name is:
	mpeg-sd
The subprotocol is defined in the specification:
	3GPP TS 26.114, IP Multimedia Subsystem (IMS); Multimedia telephony; Media handling and interaction

A short phrase describing the function of the subprotocol:
	A UTF-8 encoded JSON-formatted protocol for the exchange of MPEG-I scene description and scene description updates.
Associated attributes:
	None.
Contact information for the organization or person making the registration
	3GPP Specifications Manager
	3gppContact@etsi.org
	+33 (0)492944200
