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<<< unchanged sections skipped >>>
[bookmark: _Toc42758760][bookmark: _Toc42759167][bookmark: _Toc105166208]1	Scope
The present document addresses the mechanisms used for the function Quality of Experience (QoE) measurement collection in 3GPP networks . The measurements that are collected are DASH [6] and, MTSI [7] measurements and Virtual Reality (VR) (see TS 26.118 [13]) measurements.
The function includes collecting QoE information from UEs frequenting a specified area or an individual UE for a specified end user service/end user service type. The document describes the activation and deactivation of a network request session, UE request session and recording session and also the reporting of recorded information [2].
[bookmark: references][bookmark: _Toc42758761][bookmark: _Toc42759168][bookmark: _Toc105166209]2	References
The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
-	References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.
-	For a specific reference, subsequent revisions do not apply.
-	For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
[bookmark: definitions][1]	3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[2]	3GPP TS 28.404: "Telecommunication management;Quality of Experience (QoE) measurement collection; Concepts, use cases and requirements". 
[3]	3GPP TS 28.308: "Management of Quality of Experience (QoE) measurement collection Integration Reference Point (IRP); Information Service (IS)".
[4]	3GPP TS 25.331: "Radio Resource Control (RRC) protocol specification".
[5]	3GPP TS 27.007: "AT command set for User Equipment (UE)".
[6]	3GPP TS 26.247: "Transparent end-to-end Packet-switched Streaming Service (PSS); Progressive Download and Dynamic Adaptive Streaming over HTTP (3GP-DASH)". 
[7]	3GPP TS 26.114: "IP Multimedia Subsystem (IMS); Multimedia Telephony; Media handling and interaction". 
[8]	3GPP TS 36.331: "Evolved Universal Terrestrial Radio Access (E-UTRA); Radio Resource Control (RRC) protocol specification".
[9]	3GPP TS 36.413: "Evolved Universal Terrestrial Radio Access Network (E-UTRAN); S1 Application Protocol (S1AP)".
[10]	3GPP TS 25.413: "UTRAN Iu interface Radio Access Network Application Part (RANAP) signalling".
[11]	3GPP TS 38.331: " NR; Radio Resource Control (RRC); Protocol specification".
[12]	3GPP TS 38.413: " NG-RAN; NG Application Protocol (NGAP)".
[13]	3GPP TS 26.118: "Virtual Reality (VR) profiles for streaming applications".
[14]	3GPP TS 38.331: " NR; Radio Resource Control (RRC); Protocol specification".
[bookmark: _Toc42758762][bookmark: _Toc42759169][bookmark: _Toc105166210]3	Definitions of terms, symbols and abbreviations
[bookmark: _Toc42758763][bookmark: _Toc42759170][bookmark: _Toc105166211]3.1	Terms
<<< unchanged sections skipped >>>
[bookmark: _Toc42758789][bookmark: _Toc42759196][bookmark: _Toc105166260]5.5	QMC configuration file (container) (M)
The QMC configuration file is a container that is specified in Annex L of TS 26.247 [6],  clause 16.5 of TS 26.114[7] or clause 9.4 of TS 26.118 [13].
The corresponding parameter name for this container in Radio Resource Control (RRC) Protocol specification is measConfigAppLayerContainer in case of  NR and LTE, see TS 38.331 [1411], TS 25.331 [4] or "Container for application layer measurement configuration" in case of UTRAN, see TS 36.331 [8]
For NR, the QMC configuration file parameter in the management interface defines the location of the container..
[bookmark: _Toc42758790][bookmark: _Toc42759197][bookmark: _Toc105166261]5.6	QMC target (M)
<<< unchanged sections skipped >>>

