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	Reason for change:
	When a model element needs to be removed or changed in a non-backwards compatible manner, there is a need to notify users in advance. If there is a replacement model element for the changed element, it is good to allow the usage of both the old and the new element side-by-side, while marking the old element as deprecated: not recommended for future use.

	
	

	Summary of change:
	Add a lifecycleStatus property to the operation, notification, attribute, data type and IOC model elements.

lifecycleStatus for attributes is included in the attribte constrains table because:
- an attribute can be deprecated for a specific IOC while it can still be current for other IOCs. Because the lifecycleStatus can be different for different IOCs it cannot be included in the common attributes table.
- it is rare that the property is specified to anything beside its default value, so putting it in the attribute table as a separate column (below each IOC) would be a waste of space.

	
	

	Consequences if not approved:
	Users will have no notification when a model element is replaced or deprecated elements will be kept forever.

	
	

	Clauses affected:
	[bookmark: _Hlk120269050]5.2, 6.1.11.a(new),6.2.a (new)
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	Other comments:
	This CR is dependent on the CR-0045 for TS 32.156

Note to MCC: While this is NOT the topic of this CR, the heading numbers in the current TS 32.160 under heading 5.2 should be improved, together with setting the appropriate header levels for the paragraphs. Currently these headers don't appear in the table of contents. Some heading are in incorrect order e.g. clause number Yb.1.a follows clause number Yb.1.a.4,2. That is confusing and if MCC could correct it, it would be nice.
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[bookmark: _Hlk117416929]
First change
W4.3.a.1	Definition
This clause is written in natural language. The <definition> clause refers to the class itself. 
Classes(and datatypes) have a  lifecycleStatus property as defined by [3] clause 5.2.A. If the lifecycleStatus is not current (its default value), that shall be indicated in this subclause.
Optionally, information on traceability back to one or more requirements supported by this class may be defined here, in the following form:
	Referenced TS
	Requirement label
	Comment

	TS 28.xyz [xy]
	REQ-SM-CON-23
	Optional clarification

	TS 28.xyz [xy]
	REQ-SM-FUN-11
	Optional clarification



Next change
W4.3.a.3	Attribute constraints
This clause presents constraints for the attributes, and one use is to present the predicates for conditional qualifiers (CM/CO). 
This information is provided in a table. An example of such a table is given here below:
	Name
	Definition

	configuredMaxTxPower CM support qualifier
	Condition: The sector-carrier has a downlink [4].

	sNSSAIList CM support qualifier
	Condition: Network slicing feature is supported [4].



Attributes have a  lifecycleStatus property as defined by [3] clause 5.2.A. If the lifecycleStatus is not current (its default value), that shall be indicated in this table.
This clause shall state "None." when there is no attribute constraint to define.
Next change

Yb.1.a.1.1	Description
This subclause shall be written in natural language. 
Operations have a  lifecycleStatus property as defined by [3] clause 5.2.A. If the lifecycleStatus is not current (its default value), that shall be indicated in this subclause.
Information on traceability back to one or more requirements supported by this operation should also be defined here, in the following form:
	Referenced TS
	Requirement label
	Comment

	3GPP TS 32.xyz [xy]
	REQ-SM-CON-23
	Optional clarification

	3GPP TS 32.xyz [xy]
	REQ-SM-FUN-11
	Optional clarification



Next change
Yb.1.a.1	Definition
This subclause shall be written in natural language.
Notifications have a  lifecycleStatus property as defined by [3] clause 5.2.A. If the lifecycleStatus is not current (its default value), that shall be indicated in this subclause.
Information on traceability back to one or more requirements supported by this notification should also be defined here, in the following form:
	Referenced TS
	Requirement label
	Comment

	3GPP TS 32.xyz [xy]
	REQ-SM-CON-23
	Optional clarification

	3GPP TS 32.xyz [xy]
	REQ-SM-FUN-11
	Optional clarification



Next change
[bookmark: _Toc20312262][bookmark: _Toc27561322][bookmark: _Toc36041284][bookmark: _Toc44603397][bookmark: _Toc82784611]6.1.11.a	Attribute property "lifecycleStatus"
LifecycleStatus=current is the default case so it is not mapped to any JSON schema keyword.
LifecycleStatus=deprecated shall be mapped the "deprecated" keyword with a value of true.

Next change
[bookmark: _Toc44603470][bookmark: _Toc82784693]6.2.a	LifecycleStatus
[bookmark: _Toc44603471][bookmark: _Toc82784694]6.2.a.1	Introduction
Reference [3] clause 5.2.A - LifecycleStatus     
[bookmark: _Toc44603472][bookmark: _Toc82784695]6.2.a.2	YANG mapping
LifecycleStatus=current is the default case in YANG so it needs no mapping.
LifecycleStatus=deprecated shall be mapped to the YANG statement
  status deprecated;

under the relevant leaf, leaf-list, list, container or grouping.
End of  changes

