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* * * First Change * * * *
[bookmark: _Toc114871745][bookmark: _Toc50857675]8.1.X	MSGin5G UE bulk configuration over MSGin5G-6 reference point
When constrained devices MSGin5G UE-2a and UE-2b, which support an MSGin5G Client, get the MSGin5G Service configuration information via MSGin5G UE-1, the MSGin5G UE-1 may decide to use bulk configuration procedure specified in this clause based on service policy. 
Pre-conditions:
1. MSGin5G UE-2a and MSGin5G UE-2b have discovered and selected MSGin5G UE-1 as the MSGin5G Proxy UE as specified in clause 8.2.8 and connected to the serving network via MSGin5G UE-1 successfully.
2. The MSGin5G UE-1 has been configured by using the procedure specified in clause 8.1.2 of the present document.
The MSGin5G UE-2a and UE-2b send the Get VAL UE configuration request as specified in clause 8.1.2 of the present document to MSGin5G UE-1. If the MSGin5G UE-1 decides to use bulk configuration based on the service policy, the MSGin5G UE-1 sends a Get VAL UE configuration response including the information elements as listed in table 8.1.x-1 as a part of VAL UE configuration data to MSGin5G UE-2a and UE-2b before bulk configuration is performed. This Get VAL UE configuration response is used to inform MSGin5G UE-2a and UE-2b that their Get VAL UE configuration requests will be handled later.
NOTE:	How to decide that bulk configuration is used is implementation specific and out of scope.
Table 8.1.x-1: Information in the Get VAL UE configuration response to constrained device before bulk configuration is performed
	Information element
	Status
	Description

	Maximum configuration time
	M
	The maximum time when the bulk configuration can be handled and the MSGin5G UEconfiguration Response can be received.



In the MSGin5G UE bulk configuration procedure, the MSGin5G UE-1 acts as Configuration management client specified in clause 8.1.2 of the present document, In addition to the information elements listed in table 8.1.2-1 of the present document and clause 11.3.2.1 of 3GPP TS 23.434 [5], the Get VAL UE configuration request used for bulk configuration also includes the information elements as listed in table 8.1.x-2.
Table 8.1.x-2: additional Information in the Get VAL UE configuration request
	Information element
	Status
	Description

	Bulk configuration flag
	M
	Indicates this request is an enhanced Get VAL UE configuration request used for MSGin5G UE bulk configuration

	List of MSGin5G UE IDs
	M
	List of MSGin5G UE ID of MSGin5G UE-bs which needed to be configured in this bulk configuration request


In addition to the information elements listed in table 8.1.2-2 of the present document, the Get VAL UE configuration response used for bulk configuration also includes the information elements as listed in table 8.1.x-3 as a part of VAL UE configuration data as specified in clause 11.3.2.2 of 3GPP TS 23.434 [5].
Table 8.1.x-3: additional Information in the Get VAL UE configuration response
	Information element
	Status
	Description

	List of MSGin5G UE configuration information
	M
	Each element in this list contains information as specified in Table 8.1.2-2. The configuration information included in this IE is used to complete the configuration of the constrained devices, e.g. MSGin5G UE-2a and UE-2b. 


Editor's note:	The enhancement of VAL UE configuration request and response are needed to be captured by eSEAL2 WID and are FFS. 
Upon receiving the Get VAL UE configuration response used for bulk configuration, the MSGin5G UE-includes the MSGin5G UE configuration information in the List of MSGin5G UE configuration information into multiple individual Get VAL UE configuration responses and sends them to the corresponding MSGin5G UE-2s.

