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	Reason for change:
	AF traffic influence to configure the efficient UP path toward an EAS can be done by multiple ways and at different timings; e.g., right after EAS registration with targeting any UE, or during EAS discovery targeting an individual UE. If the AF traffic influence for UP path configuration is performed for an EAS with targeting any UE right after the EAS instantion and registration, the AF traffic influence with the same purpose does not need to be perform per each UEs accessing the EAS later.  

	
	

	Summary of change:
	Introducing ways of issuing AF traffic influence to configure the UP path toward an EAS

	
	

	Consequences if not approved:
	It is not clear in the specification when the application traffic influence can be done for efficient UP path configuration toward EAS.
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[bookmark: _Toc37791012][bookmark: _Toc42003963][bookmark: _Toc50584308][bookmark: _Toc50584652][bookmark: _Toc57673512][bookmark: _Toc114874126]8.4.3.1	General 
The EAS Registration procedure allows an EAS to provide its information to an EES in order to enable its discovery.
If there is a change in the requirements or the information of an EAS, it uses the EAS registration update procedure to update the EES.
The EAS uses the EAS de-registration procedure to remove its information from the EES.
EAS registration at the EES can be time bound. So, to maintain the registration, the EAS needs to send a registration update request prior to the registration expiration time. If a registration update request is not received prior to the registration expiration time, the EES treats the EAS as implicitly de-registered.
NOTE:	For registered EAS(s), the EES can request AF traffic influence for any UE, which is implementation specific.
* * * End of Change * * * *

