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	Reason for change:
	The basic procedures e.g., 5G MBS session create, update, delete, data transmission are agreed and introduced in TS 23.434. However, how the VAL service can be supported with the help of SEAL NRM server/client when it provides service both in 5GS and EPS and the 5G system supporting the EPS interwork.
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	Add description for VAL services over 5GS supporting EPS interworking
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/***************************** First Change ****************************/
[bookmark: _Toc114866267][bookmark: _Toc114866238]14.3.z	VAL services over 5GS supporting EPS interworking 
The VAL server consumes the network resource management services from the NRM server. As specified in 3GPP TS 23.501 [10], a dedicated user plane anchor point, i.e. UPF + PGW-U function, is defined for interworking between 5GS and EPS. This enables that the network can directly handle PDU sessions (in 5GS) and PDN connections (in EPS) associated to VAL service sessions of a VAL UE during inter-system mobility.
The inter-system mobility of a VAL UE will be transparent to the NRM server and VAL server. The NRM server will continue interacting with the same control plane functions, e.g. PCF, and the VAL server will continue interacting with the same user plane function, e.g. UPF + PGW-U.
NOTE:	For the case that seamless session continuity is required for VAL services,  EPS interworking with N26 (interface between AMF in 5GC and MME in EPC) is required for inter-system change, as described in 3GPP TS 23.501 [10].

/***************************** End of Changes ****************************/
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