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[bookmark: _Toc478400626][bookmark: _Toc526019521]***   First change   ***
[bookmark: _Toc98808016]3	Definitions of terms and abbreviations
[bookmark: _Toc98808017]3.1	Terms
For the purposes of the present document, the terms given in 3GPP TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in 3GPP TR 21.905 [1].
Multi-USS capability: The possibility for a UAV to change USS during flight.
NOTE:	A UAV with Multi-USS capability can be controlled by more than one USS during a flight, but at any given time, the UAV is under the control of only one USS.
Multi-USS policy: The configuration provided by a UAS application specific server to assist at change of USS.
Remote Identification (Remote ID) of UAS: The ability of a UAS to provide identification and tracking information that can be received by other parties, to facilitate advanced operations for the UAS (such as Beyond Visual Line of Sight operations as well as operations over people), assist regulatory agencies, air traffic management agencies, law enforcement, and security agencies when a UAS appears to be flying in an unsafe manner or where the UAS is not allowed to fly.
UAS Service Supplier (USS): An entity that provides services to support the safe and efficient use of airspace by providing services to the operator / pilot of a UAS in meeting UTM operational requirements. A USS can provide any subset of functionality to meet the provider's business objectives (e.g., UTM, Remote Identification). In the scope of this specification, the term USS refers to both USS and USS/UTM.
UAV: The Uncrewed Aerial Vehicle (also called remotely piloted aircraft or drone) of a UAS.
For the purposes of the present document, the following terms given in 3GPP TS 22.125 [2] apply
Command and Control (C2) Communication
Uncrewed Aerial System (UAS)
Uncrewed Aerial System Traffic Management (UTM)
UAV controller
For the purposes of the present document, the following terms given in clause 4.2 of 3GPP TS 22.125 [2] apply
Direct C2 Communication
Network-Assisted C2 communication
[bookmark: clause4]UTM-Navigated C2 communication
[bookmark: _Toc113363342]***   Next change   ***
4.7	Support for multi-USS deployments
[bookmark: _Toc113363343]4.7.1	Description
This clause specifies the requirements for support of multi-USS deployments.
[bookmark: _Toc113363344]4.7.2	Requirements
[bookmark: _Hlk116420893][AR-4.7.2-a] The UAE Server shall provide a mechanism for the UAE Client to report its multi-USS capability to the UAE Server.
[AR-4.7.2-b] The UAE Server shall provide a mechanism for reception of the policies for multi-USS configuration from the USS and further provide the policies to the UAE Client (UAV).
[AR-4.7.2-c] The UAV Server shall provide a mechanism to support change of USS during UAS operations.
[AR-4.7.2-d] The UAE Client (UAV) shall provide a mechanism to support change of USS based on the policies for multi-USS configuration when an immediate change of USS is needed.
***   End of change   ***
