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	Reason for change:
	Clause 7.3.4 specifies that the MB-SMF instructs the MB-UPF to send location dependent content based on the Area Session ID(s) and DL tunnel endpoint(s) provided by NG-RAN during MBS session establishment procedure.
7.3.4	Support for Location dependent Broadcast Service
…
The MBS session establishment procedure is performed as defined in clause 7.3.1 with the following additions:
…
-	According to the Area Session ID(s) and DL tunnel endpoint(s) provided by NG-RAN, the MB-SMF instructs the MB-UPF to send location dependent content.
During MBS Session update for broadcast in clause 7.3.3, MBS Session resource setup in NG-RANs in new MBS service area may also be performed (see below), which means that Area Session ID may need to be included in Namf_MBSBroadcast_ContextUpdate response but it is currently missing.
7.3.3	MBS Session Update for Broadcast
…
3.	The AMF sends MBS Session Resource Update to NG-RANs with TMGI, the updated 5G QoS Profile and the updated MBS service area.
	Depending on the change of the MBS service area, the AMF may send MBS Session Resource Setup to some NG-RANs in new MBS service area (see clause 7.3.1) and MBS Session Resource Release to some other NG-RANs in old MBS service area.
Besides, MBS Session ID and Area Session ID are also missing in the output field of Namf_MBSBroadcast_ContextCreate service operation.

	
	

	Summary of change:
	Add the possible Area Session ID in the output of Namf_MBSBroadcast_ContextUpdate service operation.
Add MBS Session ID and Area Session ID in Namf_MBSBroadcast_ContextCreate service operation.

	
	

	Consequences if not approved:
	Location dependent MBS Session create/update for Broadcast may not work properly. 
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[bookmark: _Toc66692654][bookmark: _Toc66701833][bookmark: _Toc69883491][bookmark: _Toc73625503][bookmark: _Toc106169790][bookmark: _Toc122416880]9.3.2.2	Namf_MBSBroadcast_ContextCreate service operation
Service operation name: Namf_MBSBroadcast_ContextCreate
Description: This service operation is used to create the broadcast session context towards the AMF.
Inputs, Required: MBS Session ID, Broadcast service area, N2 container (e.g. MBS Session ID, MBS QoS profile, Broadcast service area).
Inputs, Optional: Area Session ID, Optional parameters in the N2 container (MBS IP Multicast Tunnel Info, Area Session ID, MBS FSA ID(s)).
Outputs, Required: Result Indication.
Outputs, Optional: N2 container (MBS Session ID, Area Session ID, NG-RAN MBS Tunnel Info).
* * * Next Changes * * * 
[bookmark: _Toc122416881]9.3.2.3	Namf_MBSBroadcast_ContextUpdate service operation
Service operation name: Namf_MBSBroadcast_ContextUpdate
Description: This service operation is used to update the broadcast session context towards the AMF.
Inputs, Required: MBS Session ID.
Inputs, Optional: Broadcast service area, N2 container (MBS Session ID, Possible MBS QoS profile, Possible Broadcast service area, Possible Area Session ID, Possible MBS IP Multicast Tunnel Info, MBS FSA ID(s)).
Outputs, Required: Result Indication.
Outputs, Optional: N2 container (MBS Session ID, Area Session ID, NG-RAN MBS Tunnel Info).
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