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	[bookmark: _Hlk124197146]Reason for change:
	The FS_XRM has been concluded to expose the 5GS information to the application, including the congestion level information, data rate, QNC for a GBR QoS Flow. 
This paper proposes policy related details support of 5GS Information Exposure.

	
	

	Summary of change:
	Add policy related details for support of 5GS Information Exposure

	
	

	Consequences if not approved:
	The 5GS Information Exposure cannot be supported.
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	This CR's revision history:
	[bookmark: _Hlk126940143]Changes in SA#99:
In S2-2301454/1455/1456, the QoS monitoring mechanism was further generalized to cover more information for exposure. With that, most changes in S2-2301377 on adding new exposed information are duplicated and not needed any more. This CR removes those conflicting changes and only keep the first change. 
Furthermore, this CR changes the new clause as a subclauses (i.e. 6.1.3.x.a) under 6.1.3.x, to align the same structure as other 23.503 CRs for XRM. 
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[bookmark: _Toc517082226]* * * * First change * * * *
[bookmark: _Hlk123233074][bookmark: _Hlk124197179]6.1.3.X Support of eXtended Reality and Interactive Media Services 
6.1.3.x.a Exposure of network information
For support of real-time media codec/traffic adaptation to the network conditions, the AF may subscribe for exposure of 5GS network information. 
The AF may provide the subscription to the congestion level information, data rate for the target service data flow(s) or the QNC for a GBR QoS Flow using AF session with required QoS as described in clause 6.1.3.22. The PCF may generate a PCC rule with the QoS monitoring for the above network information as described in Clause 5.X.Y of TS 23.501 [2]. 
The AF may also provide the value for Averaging Window using AF session with required QoS as described in clause 6.1.3.22.
* * * * End of changes * * * *

