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**** First Change ****

[bookmark: _Toc122504090]4.3.6	Support for session management related network capability exposure
Support for network capability exposure enables an AF (e.g. an external ASP) to request the following session management related policy control functionality from the NEF:
-	Set or change a chargeable party at AF session setup (see clause 4.15.6.4 and 4.15.6.5 of TS 23.502 [3]);
-	Set up an AF session with required QoS (see clause 6.1.3.22 and clause 4.15.6.6 of TS 23.502 [3]);
- 	Request QoS, traffic characteristics provisioning and performance monitoring for an individual UE or a group of UEs (see clause 4.15.6.X of TS 23.502 [3]);
-	Transfer of traffic characteristics of Time Sensitive Communication from the TSN AF (see clause 6.1.3.23) or from the TSCTSF (see clause 6.1.3.23a).
-	Set up a time synchronization service from the TSCTSF (see clauses 5.27.1.8 and 6.1.3.23a of TS 23.501 [2] and clause 4.15.9 of TS 23.502 [3]).




**** Next Change ****

[bookmark: _Toc122504160]6.1.3.18	Event reporting from the PCF
The AF may subscribe/unsubscribe to notifications of events from the PCF for the PDU Session to which the AF session is bound. The AF can either subscribe/unsubscribe directly at the PCF or indirectly via an NEF or a TSCTSF.
The PCF for the UE may subscribe/unsubscribe to notifications of events from the PCF for the PDU Session of a UE. Other NFs may subscribe/unsubscribe to notifications of events from the PCF for a PDU Session or for a UE.
The events that can be subscribed by the AF and by other NFs are listed in Table 6.1.3.18-1.
Table 6.1.3.18-1: Events relevant for reporting from the PCF
	Event
	Description
	NF that can subscribe for reporting
	Availability for Rx PDU Session (NOTE 2)
	Availability for N5 per PDU Session 
	Availability for Bulk Subscription
(NOTE 1)
	Availability for N43 per SUPI, DNN, S-NSSAI
	Availability for N5 per UE
(NOTE 6)

	PLMN Identifier Notification
(NOTE 5)
	The PLMN identifier or SNPN identifier where the UE is currently located.
	AF
	Yes
	Yes
	Yes
	No
	No

	Change of Access Type
	The Access Type and, if applicable, the RAT Type of the PDU Session has changed.
	AF
	Yes
	Yes
	Yes
	No
	No

	EPS fallback
	EPS fallback is initiated
	AF
	Yes
	Yes
	No
	No
	No

	Signalling path status
	The status of the resources related to the signalling traffic of the AF session.
	AF
	Yes
	Yes
	No
	No
	No

	Access Network Charging Correlation Information
	The Access Network Charging Correlation Information of the resources allocated for the AF session.
	AF
	Yes
	Yes
	No
	No
	No

	Access Network Information Notification
	The user location and/or timezone when the PDU Session has changed in relation to the AF session.
	AF
	Yes
	Yes
	No
	No
	No

	Reporting Usage for Sponsored Data Connectivity
	The usage threshold provided by the AF has been reached; or the AF session is terminated.
	AF
	Yes
	Yes
	No
	No
	No

	Service Data Flow deactivation
	The resources related to the AF session are released.
	AF
	Yes
	Yes
	No
	No
	No

	Resource allocation outcome
	The outcome of the resource allocation related to the AF session.
	AF
	Yes
	Yes
	No
	No
	No

	QoS targets can no longer (or can again) be fulfilled
	The QoS targets can no longer (or can again) be fulfilled by the network for (a part of) the AF session.
	AF
	No
	Yes
	No
	No
	No

	QoS Monitoring parameters
	The QoS Monitoring parameter(s) (e.g. UL packet delay, DL packet delay or round trip packet delay) are reported to the AF according to the QoS Monitoring reports received from the SMF.
	AF
	No
	Yes
	No
	No
	No

	Out of credit
	Credit is no longer available.
	AF
	Yes
	Yes
	No
	No
	No

	Reallocation of credit
	Credit has been reallocated after the former Out of credit indication.
	AF
	Yes
	Yes
	No
	No
	No

	5GS Bridge information Notification
(NOTE 3)
	5GS Bridge information that has been received by PCF from SMF.
	TSN AF, TSCTSF
	No
	Yes
	No
	No
	No

	Notification on outcome of service area coverage change
	The outcome of the request of service area coverage change.
	AF
	No
	No
	Yes
	No
	Yes

	Notification on outcome of UE Policies delivery
	The outcome of the request for UE policies delivery due to service specific parameter provisioning procedure.
	AF
	No
	No
	No
	No
	No

	Start of application traffic detection and
Stop of application traffic detection
	The start or the stop of application traffic has been detected.
	PCF
	No
	No
	No
	Yes
(NOTE 4)
	No

	Satellite backhaul category change
	The backhaul has changed between different satellite backhaul categories (i.e. GEO, MEO, LEO, OTHERSAT), or the backhaul has changed between satellite backhaul and non-satellite backhaul.
	AF
	No
	Yes
	Yes
	No
	No

	Change of PDUID
	The PDUID assigned to a UE has changed.
	5G DDNMF
	No
	No
	No
	No
	Yes

	SM Policy Association established or terminated
	The establishment or termination of a SM Policy Association is reported
	PCF
	No
	No
	No
	Yes
(NOTE 7)
	No

	NOTE 1:	Additional parameters for the subscription as well as reporting related to these events are described in TS 23.502 [3].
NOTE 2:	Applicability of Rx is described in Annex C.
NOTE 3:	5GS Bridge information is described in clause 6.1.3.5.
NOTE 4:	Bulk subscription is implicit. NOTE 1 does not apply.
NOTE 5:	For a PDU Session established over a SNPN, the combination of the PLMN id and the NID identifies the SNPN.
NOTE 6:	This column contains also UE context related events that are reported to other consumers such as 5G DDNMF via other reference points than N5. The Conditions for reporting column indicates the respective consumer.
NOTE 7:	This PCF for the UE subscribes to this Event via AMF and SMF.




If an AF requests the PCF to report the PLMN identifier where the UE is currently located, then the PCF shall provide the PLMN identifier or the SNPN identifier to the AF if available. Otherwise, the PCF shall provision the corresponding PCC rules, and the Policy Control Request Trigger to report PLMN change to the SMF. The PCF shall, upon receiving the PLMN identifier or the SNPN identifier from the SMF forward this information to the AF, including the PLMN Id and if available the NID.
If an AF requests the PCF to report on the change of Access Type, the PCF shall provide the corresponding Policy Control Request Trigger to the SMF to enable the report of the Change in Access Type to the PCF. The PCF shall, upon reception of information about the Access Type the user is currently using and upon indication of change of Access Type, notify the AF on changes of the Access Type and forward the information received from the SMF to the AF. The change of the RAT Type shall also be reported to the AF, even if the Access Type is unchanged. For MA PDU Session the Access Type information may include two Access Type information that the user is currently using.
If an AF requests the PCF to report on the signalling path status, for the AF session, the PCF shall, upon indication of removal of PCC Rules identifying signalling traffic from the SMF report it to the AF.
If an AF requests the PCF to report Access Network Charging Correlation Information, the PCF shall provide to the AF the Access Network Charging Correlation Information, which allows to identify the usage reports that include measurements for the Service Data Flow(s), once the Access Network Charging Correlation Information is known at the PCF.
If an AF requests the PCF to report Access Network Information (i.e. the User Location Report and/or the UE Timezone Report) at AF session establishment, modification or termination, the PCF shall set the Access Network Information report parameters in the corresponding PCC rule(s) and provision them together with the corresponding Policy Control Request Trigger to the SMF. For those PCC rule(s) based on preliminary service information the PCF may assign the 5QI and ARP of the QoS Flow associated with the default QoS rule to avoid signalling to the UE.
NOTE 1:	The PCF can also use the dynamic or pre-defined PCC Rules related to the IMS signalling to request Access Network Information reporting. This can be used to support e.g., regulatory requirements for SMS over IP, where the IMS network (i.e. P‑CSCF) needs to retrieve the user location and/or UE Time Zone information. Note that due to regulatory requirements, the Access Network Information can be requested for SMS over IP, impacting a large number of PDU Sessions, that can lead to significant increase in signalling load when the Access Network Information is requested from AMF.
The PCF shall, upon receiving an Access Network Information report corresponding to the AF session from the SMF, forward the Access Network Information as requested by the AF (if the SMF only reported the serving PLMN identifier or the SNPN identifier to the PCF, as described in clause 6.1.3.5, the PCF shall forward it to the AF). For AF session termination the communication between the AF and the PCF shall be kept alive until the PCF report is received.
If an AF requests the PCF to report the Usage for Sponsored Data Connectivity, the PCF shall provision the corresponding PCC rules, and the Policy Control Request Trigger to the SMF. If the usage threshold provided by the AF has been reached or the AF session is terminated, the PCF forwards such information to the AF.
If an AF requests the PCF to report the Service Data Flow deactivation, the PCF shall report the release of resources corresponding to the AF session. The PCF shall, upon being notified of the removal of PCC Rules corresponding to the AF session from the SMF, forward this information to the AF. The PCF shall also forward, if available, the reason why the resources are released, the user location information and the UE Timezone.
If an AF requests the PCF to report the Resource allocation outcome, the PCF shall report the outcome of the resource allocation of the Service Data Flow(s) related to the AF session. The AF may request to be notified about successful or failed resource allocation. In this case, the PCF shall instruct the SMF to report the successful resource allocation trigger  (see clause 6.1.3.5). If the SMF has notified the PCF that the resource allocation of a Service Data Flow is successful and the currently fulfilled QoS matches an Alternative QoS parameter set (as described in clause 6.2.2.1), the PCF shall also provide to the AF the QoS Reference parameter or the Requested Alternative QoS Parameter Set which corresponds to the Alternative QoS parameter set referenced by the SMF.
If an AF requests the PCF to report when the QoS targets can no longer (or can again) be fulfilled for a particular media flow, the PCF shall set the QNC indication in the corresponding PCC rule(s) that includes a GBR or delay critical GBR 5QI value and provision them together with the corresponding Policy Control Request Trigger to the SMF. At the time, the SMF notifies that GFBR can no longer (or can again) be guaranteed for a QoS Flow to which those PCC Rule(s) are bound, the PCF shall report to the AF the affected media flow and provides the indication that QoS targets can no longer (or can again) be fulfilled. If additional information is received with the notification from SMF (see clause 5.7.2.4 of TS 23.501 [2]), the PCF shall also provide to the AF the QoS Reference parameter or the Requested Alternative QoS Parameter Set which corresponds to the Alternative QoS parameter set referenced by the SMF. If the SMF has indicated that the lowest priority Alternative QoS parameter set cannot be fulfilled, the PCF shall indicate to the AF that the lowest priority QoS Reference or the lowest priority set of Requested Alternative QoS Parameters of the Alternative Service Requirements cannot be fulfilled.
If the AF subscribes to be notified of the QoS Monitoring reports, the PCF decides about the path for the QoS Monitoring reports and sets the QoS Monitoring for URLLC Policy Control Request Trigger accordingly, as described in clause 6.1.3.21. The PCF shall further send the QoS Monitoring reports it receives from the SMF to the AF, unless the AF has provided an indication of direct event notification (i.e. in this case, the AF will receive the QoS Monitoring reports directly from the UPF).
NOTE 2:	This event can only be subscribed as part of an AF session with required QoS (described in clause 6.1.3.22) and as part of AF requested QoS for a UE or group of UEs not identified by a UE address (described in clause 6.1.3.X).
If an AF requests the PCF to report on the Out of credit event for the associated service data flow(s), the PCF shall inform the AF (when it gets informed by the SMF) that credit is no longer available for the services data flow(s) related to the AF session together with the applied termination action.
If an AF requests the PCF to report on the Reallocation of credit event for the associated service data flow(s), the PCF shall inform the AF (when it gets informed by the SMF) that credit has been reallocated after credit was no longer available and the termination action was applied for the service data flow(s) related to the AF session.
The PCF can arm the trigger of 5GS Bridge information available to SMF based on local policy (i.e. without an AF request) or based on subscription request from TSCTSF. The PCF shall, upon reception of the 5GS Bridge information (refer to clause 6.1.3.23) from the SMF, forward this information to the TSN AF or the TSCTSF. When the PCF has received the User plane node Management Information Container or Port Management Information Container and related port number from SMF, the PCF also provides User plane node Management Information Container or Port Management Information Container and related port number to the TSN AF or TSCTSF. When SMF has reported the 5GS Bridge information and no AF session exists, the PCF forward this information to a pre-configured TSN AF, or to a pre-configured TSCTSF or a TSCTSF discovered and selected via NRF. In the case of private IPv4 address being used for IP type PDU Session, the PCF shall additionally report DNN and S-NSSAI of the PDU Session to TSCTSF.
If the AF requests the PCF to report on the outcome of the service area coverage change, the PCF reports the outcome of the service area coverage change to the AF and notifies the current service area coverage to the AF. The outcome is the result of the execution of the request of service coverage change at the PCF; the outcome is successful if the request was executed, and includes the current service area coverage that may be the same or different from the service area coverage provided by the AF. The subscription may also be implicit. In this case there may be bulk subscription, either for an Internal-Group-Id or for any UE. In order to prevent massive notifications to the AF, the request for any UE is associated to a specific Application Identifier or DNN, S-NSSAI. For bulk subscription, when the AF request includes an expiration time, the PCF stops reporting to the AF when the expiration time is reached.
If the AF requests the PCF to report on the outcome of the UE Policies delivery due to service specific parameter provisioning procedure targeting a single UE, the PCF reports the outcome of the related UE Policies provisioning procedure for the related traffic descriptor for the UE. The outcome of the UE Policies provisioning procedure includes the success, the failure with an appropriate cause or the interim status report such as UE is temporarily unreachable. (See clauses 4.15.6.7 and 5.2.5.7 of TS 23.502 [3])
A request to report Start of application traffic detection and Stop of application traffic detection triggers the reporting when the PCF receives start of application traffic detection event or stop of application traffic detection event from SMF. The reception of a subscription to this event triggers the setting of the corresponding Policy Control Request Trigger to SMF, if not already subscribed.
If an AF requests the PCF to report on the change between different satellite backhaul categories (i.e. GEO, MEO, LEO, OTHERSAT) or the change between satellite backhaul and non-satellite backhaul, the PCF shall provide the corresponding Policy Control Request Trigger to the SMF to enable the report of satellite backhaul category change (see clause 6.1.3.5) to the PCF. The PCF shall, upon reception of information about the change between satellite backhaul categories or change between satellite backhaul and non-satellite backhaul, notify the AF on the satellite backhaul category change event was met and forward the current satellite backhaul category information received from the SMF to the AF, or indicate that a satellite backhaul is no longer used.
If 5G DDNMF requests the PCF to report on the Change of PDUID, the PCF shall notify whenever a new PDUID is allocated. Further details on how the 5G DDNMF retrieves and subscribes to notifications on Change of PDUID are defined in TS 23.304 [34].
A request to report SM Policy Association established or terminated triggers the reporting when the PCF receives the request for notification on the SM Policy Association from SMF. The PCF notifies on the EventID "SM Policy Association established/terminated", includes the PCF binding information of the PCF for the PDU Session of the UE, as described in clause 6.1.1.2.2.


**** Next Change ****

6.1.3.X	AF requested QoS for a UE or group of UEs not identified by a UE address
The AF may request that the data session(s) for a UE (identified by a GPSI) or a group of UEs (identified by an External Group ID) for a specific DNN and S-NSSAI are set up with a specific QoS (e.g. low latency or jitter) and priority handling. The request from the AF may also include parameters for QoS monitoring and parameters that describe the traffic characteristics.
The AF can provide the same QoS parameters as for AF session with QoS, described in clause 6.1.3.22. 
The AF can provide the same parameters that describe the traffic characteristics as for AF session with QoS, described in clause 6.1.3.23a.
The AF may also subscribe to be notified of the QoS Monitoring reports, using the same parameters as described in clause 6.1.3.21. 
Editor’s note: Further description is FFS, to be done if this option is selected.


**** Next Change ****
[bookmark: _Toc122504179]6.2.1.2	Input for PCC decisions
The PCF shall accept input for PCC decision-making from the SMF, the AMF, the CHF, the NWDAF if present, the UDR and if the AF is involved, from the AF, as well as the PCF may use its own predefined information. These different nodes should provide as much information as possible to the PCF. At the same time, the listed information below describes only examples of the information provided by the respective node and is not intended to be complete. Depending on the particular scenario all the information may not be available or is already provided to the PCF.
The AMF may provide information related to the UE as defined in clause 5.2.5.2 of TS 23.502 [3], for example:
-	SUPI;
-	PEI of the UE;
-	Location of the subscriber;
-	Service Area Restrictions;
-	RFSP Index;
-	RAT Type;
-	GPSI;
-	Access Type;
-	Serving Network identifier (PLMN ID or PLMN ID and NID, see clause 5.34 of TS 23.501 [2]);
-	Allowed NSSAI;
-	UE time zone;
-	Subscribed UE-AMBR;
-	Configured NSSAI for the serving PLMN;
-	Mapping Of Allowed NSSAI;
-	S-NSSAI for the PDU Session;
-	Requested DNN.
NOTE 1:	The Access Type and RAT Type parameters should allow extension to include new types of accesses.
The UE may provide information such as:
-	OSId;
-	List of PSIs;
-	Indication of UE support for ANDSP.
The SMF may provide information related to the PDU Session as defined in clause 5.2.5.4 of TS 23.502 [3], for example:
-	SUPI;
-	PEI of the UE;
-	IPv4 address of the UE;
-	IPv6 network prefix assigned to the UE;
-	Default 5QI and default ARP;
-	Request type (initial, modification, etc.);
-	Type of PDU Session (IPv4, IPv6, IPv4v6, Ethernet, Unstructured);
-	Access Type;
-	RAT Type;
-	GPSI;
-	Internal-Group Identifier;
-	Location of the subscriber;
-	S-NSSAI;
-	DNN;
-	Serving Network identifier (PLMN ID or PLMN ID and NID, see clause 5.34 of TS 23.501 [2]);
-	Application Identifier;
-	Allocated application instance identifier;
-	Detected service data flow descriptions;
-	UE support of reflective QoS (as defined in clause 5.7.5.1 of TS 23.501 [2]);
-	Number of supported packet filters for signalled QoS rules for the PDU Session (indicated by the UE as defined in clause 5.7.1.4 of TS 23.501 [2]);
-	3GPP PS Data Off status;
-	DN Authorization Profile Index (see clause 5.6.6 of TS 23.501 [2]);
-	DN authorized Session AMBR (see clause 5.6.6 of TS 23.501 [2]);
-	Satellite backhaul category information;
-	Provisioning Server address(es) (see clause 5.30 of TS 23.501 [2]).
The UDR may provide the information for a subscriber connecting to a specific DNN and S-NSSAI, as described in the clause 6.2.1.3.
The UDR may provide policy information related to an ASP as defined in clause 5.2.12.2 of TS 23.502 [3], for example:
-	The ASP identifier;
-	A transfer policy together with a Background Data Transfer Reference ID, the volume of data to be transferred per UE, the expected amount of UEs;
-	An PDTQ policy together with an PDTQ Reference ID, the requested QoS for each of the AF session for each of the UEs involved and the expected amount of UEs.
NOTE 2:	The information related with AF influence on traffic routing may be provided by UDR when the UDR serving the NEF is deployed and stores the application request.
The UDR may provide the service specific information as defined in clause 4.15.6.7 of TS 23.502 [3].
The AF, if involved, may provide application session related information as defined in clause 5.2.5.3 of TS 23.502 [3] directly or via NEF, e.g. based on SIP and SDP, for example:
-	Subscriber Identifier;
-	IP address of the UE;
-	Media Type;
-	Media Format, e.g. media format sub-field of the media announcement and all other parameter information (a= lines) associated with the media format;
-	Bandwidth;
-	Sponsored data connectivity information;
-	Flow description information, e.g. source and destination IP address and port numbers and the protocol and optionally, ToS (IPv4) or TC (IPv6) value (as described in clause 6.1.3.6);
-	AF application identifier, i.e. an identifier that refers to the application the AF session belongs to, containing either an AF identifier, an external application identifier (if the NEF is involved and performs the mapping to the application identifier) or an application identifier (if the AF is configured accordingly);
NOTE 3:	Either Flow description or (external) application identifier for application detection control can be provided.
-	DNN and possibly S-NSSAI;
-	AF Communication Service Identifier (e.g. IMS Communication Service Identifier), UE provided via AF;
-	AF Application Event Identifier;
-	AF Record Information;
-	Flow status (for gating decision);
-	Priority indicator, which may be used by the PCF to guarantee service for an application session of a higher relative priority;
NOTE 4:	The AF Priority information represents session/application priority and is separate from the MPS 5GS Priority indicator.
-	Emergency indicator;
-	Application service provider;
-	DNAI;
-	Information about the N6 traffic routing requirements;
-	GPSI;
-	Internal-Group Identifier;
-	Temporal validity condition;
-	Spatial validity condition;
-	AF subscription for early and/or late notifications about UP management events;
-	AF transaction identifier;
-	TSC individual QoS information as described in clause 6.1.3.22;
-	QoS information to be monitored;
NOTE X:	The information related with QoS monitoring may be provided by UDR when the UDR serving the NEF is deployed and stores the application request.
-	Service area coverage;
-	Indication that high throughput is desired;
-	Reporting frequency;
-	User Plane Latency Requirement.
The AF may provide BDT related information as defined in clause 5.2.5.5 of TS 23.502 [3] via NEF, for example:
-	Background Data Transfer Reference ID;
-	BDT Policy;
-	Volume per UE;
-	Number of UEs;
-	Desired time window;
-	Network Area Information.
The CHF, if involved, may provide the following information for a subscriber as defined in clause 5.2.5.17 of TS 23.502 [3], for example:
-	Policy counter status for each relevant policy counter.
The NWDAF, if involved, may provide analytics information as described in clause 6.1.1.3.
In addition, the predefined information in the PCF may contain additional rules based on charging policies in the network, whether the subscriber is in its home network or roaming, depending on the QoS Flow attributes.
The 5QIs (see clause 5.7.4 of TS 23.501 [2]) in the PCC rule is derived by the PCF from AF or UDR interaction if available. The input can be SDP information or other available application information, in line with operator policy.
The Allocation and Retention Priority in the PCC Rule is derived by the PCF from AF or UDR interaction if available, in line with operator policy.



**** End of Changes ****
