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This tdoc proposes to resolve this EN with a clarification that The IAB-donor-CU triggers handover procedure for the UEs accessing emergency service and being served by the MBSR, if MBSR is about to become unavailable to provide the services..


	
	

	Summary of change:
	Resolve the EN

	
	

	Consequences if not approved:
	EN is not resolved.

	
	

	Clauses affected:
	5.35A.3.1

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	



Page 1


[bookmark: _Toc517082226]* * * * First change (all new) * * * *
[bookmark: _Toc122440736]5.35A.3.1	UE mobility between a fixed cell and MBSR cell
The procedure of Inter-gNB-DU Mobility as defined in TS 38.401 [42] or the handover procedure using the Xn/N2 reference points as defined in TS 23.502 [3] can be used.
For UEs in RRC_IDLE and RRC_INACTIVE state when a MBSR goes out-of-service, procedure for cell (re-)selection as specified in TS 38.304 [50] for RRC_IDLE and RRC_INACTIVE is used.
For UEs in RRC Connected state, if the MBSR goes out-of-service due to e.g. MBSR moves to an area where the MBSR is not allowed to provide the relay service, the procedure for IAB node release as specified in TS 38.401 [42] is used.
The IAB-donor-CU triggers handover procedure when it is possible for the UEs accessing emergency service and being served by the MBSR, if MBSR is about to become unavailable to provide the services.
Editor's note:	Handling of UEs accessing emergency service while served by a MBSR, including when the MBSR becomes unable/not allowed to provide the relay service, is FFS.

* * * * End of changes * * * *

