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	1st modified section


[bookmark: _Toc50705730][bookmark: _Toc50991601][bookmark: _Toc58411281][bookmark: _Toc105165412][bookmark: _Toc105573000][bookmark: _Toc122351722][bookmark: _Toc122351740][bookmark: _Toc105573018]7.1.1.2.2	Control information
The parameter is used to control the RACH optimization function.
Table 7.1.1.2.2-1: RACH optimization control
	Control parameter
	Definition
	Legal Values

	RACH optimization control
	This attribute allows authorized consumer to enable/disable the RACH optimization functionality. See attribute drachOptimizationControlrachOptimizationControl in TS 28.541 [13].

	Boolean
On, off




	2nd modified section



[bookmark: _Toc50705738][bookmark: _Toc50991609][bookmark: _Toc58411289][bookmark: _Toc105165420]7.1.2.2.2	Control information
The parameter is used to control the MRO function.
Table 7.1.2.2.2-1: MRO control
	Control parameter
	Definition
	Legal Values

	MRO function control
	This attribute allows the operator to enable/disable the MRO functionality. See attribute dmroControlmroControl in TS 28.541 [13].
	Boolean
On, off




	3rd modified section



[bookmark: _Toc50705745][bookmark: _Toc50991616][bookmark: _Toc58411296][bookmark: _Toc105165427]7.1.3.2.1	Control information
The parameter is used to control the D-SON PCI configuration function.
Table 7.1.3.2.1-1: PCI contol
	Control parameter
	Definition
	Legal Values

	PCI configuration control
	This attribute allows authorized consumer to enable/disable the D-SON PCI configuration functionality. See attribute dPciConfigurationControlpciConfigurationControl in TS 28.541 [13].
	enable, disable


[bookmark: _Toc50705746][bookmark: _Toc50991617][bookmark: _Toc58411297][bookmark: _Toc105165428]7.1.3.2.2	Parameters to be updated
The table below lists the parameter related to the D-SON PCI configuration function.
Table 7.1.3.2.2-1: PCI update
	Parameters
	Definition
	Legal Values

	PCI list
	The list of PCI values to be used by D-SON PCI configuration function to assign the PCI for NR cells. (See attribute nRPciListpciList in TS 28.541 [13]).
	 List of integers




	4th modified section



[bookmark: _Toc50705754][bookmark: _Toc50991625][bookmark: _Toc58411305][bookmark: _Toc105165458]7.2.1.2.1	Control information
The parameter is used to control the C-SON PCI configuration function.
Table 7.2.1.2.1-1: PCI control
	Control parameter
	Definition
	Legal Values

	PCI configuration control
	This attribute allows authorized consumer to enable/disable the C-SON PCI configuration functionality. See attribute cPciConfigurationControl in TS 28.541 [13].

	disable, enable




	End modified section




