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[bookmark: _Toc122605816][bookmark: _Toc57673470][bookmark: _Toc122439296][bookmark: _Toc122439301]8.1.2.1	Onboard API invoker request
Table 8.1.2.1-1 describes the information flow onboard API invoker request from the API invoker to the CAPIF core function.
Table 8.1.2.1-1: Onboard API invoker request
	Information element
	Status
	Description

	Onboarding information
	M
	The information of the API invoker including enrolment details, required for onboarding

	APIs for enrollment
	O
	List of APIs being enrolled for.

	Proposed expiration time
	O
	Proposed expiration time for the onboarding.



[bookmark: _Toc122605817]	* * * Next Change * * * *	
8.1.2.2	Onboard API invoker response
Table 8.1.2.2-1 describes the information flow onboard API invoker response from the CAPIF core function to the API invoker.
Table 8.1.2.2-1: Onboard API invoker response
	Information element
	Status
	Description

	Onboarding status
	M
	The result of onboarding request i.e., success indication is included if the API invoker is granted permission otherwise failure.

	Enrolled information
	O
(see NOTE 1)
	Information from the provisioned API invoker profile which may include information to allow the API invoker to be authenticated and to obtain authorization for service APIs

	Service API information
	O
(see NOTE 2)
	The service API information includes the service API name, service API type, communication type, description, Serving Area Information (optional), AEF location (optional), interface details (e.g. IP address, port number, URI), protocols, version numbers, and data format.

	Reason
	O
(see NOTE 3)
	This element indicates the reason when onboarding status is failure.

	Expiration time
	O
	Indicates the expiration time of the onboarding. At expiration, CCF cancels the enrollment of the API invoker from CAPIF. If omitted, it indicates the onboarding does not expire.

	NOTE 1:	Information element shall be present when onboarding status is successful.
NOTE 2:	Information element may be present when onboarding status is successful.
NOTE 3:	Information element shall be present when onboarding status is failure.
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