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7.7	UAE layer support for DAA services and applictions
7.7.1	General
This feature enables the UAS application enablement services for assisting the UAS application with DAA handling. In particular, the UAE layer provides support for the following operations:
-	Support of the registration of the UAE clients DAA assistance capability to the UAE server as described in clause 7.1a.
-	Support the distribution of the DAA application policy from the UAS application specific server to the UAE server and the UAE client, as described in clause 7.7.2.1.
-	Support the UAS application with DAA, as described in clause 7.7.2.2.
NOTE:	The Detect and Avoid operations are out of scope of the present specification.
7.7.2	Procedures
7.7.2.1	Configuration of DAA policies to the UAE layer and the UAS client
7.7.2.1.1	Management of DAA support configuration
Figure 7.7.2.1.1-1 illustrates the DAA support management procedure where the UAE server receives an application request for managing the DAA application policy from the UAS application specific server.
Pre-condition:
1.	The UAV has received its UAS ID from the UAS application specific server.
2.	The UAV has performed the UAS UE registration procedure.


Figure 7.7.2.1.1-1: DAA support management procedure
1.	The UAS application specific server sends to the UAE server a DAA support management request. The request includes the UAV (UAE client) identifier and the DAA application policy.
2.	The UAE server shall send to the UAS application specific server a DAA support management response with a positive or negative acknowledgement of the request.
3.	The UAE server shall timestamp and store the DAA application policy and execute the DAA configuration according to clause 7.7.2.1.2.
4.	After execution of DAA configuration, the UAE server shall send a DAA support management complete to the UAS application specific server.
7.7.2.1.2	DAA support configuration procedure
Figure 7.7.2.1.2-1 illustrates the DAA support configuration procedure. This procedure enables the configuration of the UAE client, based on a request from UAS application specific server to configure the DAA application policy to the UAE client.
Pre-conditions:
1.	The UAS UEs are connected to 5GS and authenticated and authorized by UAS application specific server as specified in clause 5.2 of 3GPP TS 23.256 [4].
2.	UAE server has established a UAE session with the respective UAE clients as the UAE clients are successfully registered to the UAE server.
3.	UAE server has performed the DAA support management procedure according to clause 7.7.2.1.1.



Figure 7.7.2.1.2-1: DAA support configuration procedure
1.	The UAE server shall send a DAA support configuration request to the UAE client. The UAE client receives a DAA support configuration request from the UAE server that includes the DAA application policy.
2.	The UAE client shall store or remove the DAA application policy as per the information received in step 1. The DAA application policy is forwarded to the UAS application.
3.	The UAE client shall send a DAA support configuration response to the UAE server.
7.7.2.2	UAE layer support for DAA applications
7.7.2.2.1	DAA support involving UAVs with U2X support
Figure 7.7.2.2.1-1 illustrates the procedure with DAA support involving UAVs with U2X support.
Pre-conditions:
1.	UAE server has provided the DAA application policy to the UAE client.


Figure 7.7.2.2.1-1: DAA support involving UAVs with U2X support
1.	The UAE layer has, e.g. based on information provided by the U2X layer, detected UAVs in proximity. The UAV informs its own UAS application specific server about the detected collision.
Editor's note: The reference to U2X layer is FFS.
2.	The UAE client shall send a DAA client event information to the UAE server with information about one or more UAVs in proximity as detected in step 1.
3.	The UAE server shall record the DAA client event information with current timestamp. UAE server shall request UAE client location information from the SEAL location services. The UAE server shall record the received location information with current timestamp. The UAE server shall send the DAA client event information to the UAS application specific server.
4.	The UAS application specific server provides a DAA client event information acknowledge to the UAE server. The UAS application specific server may include more information in the acknowledgement (e.g., other UAVs detected information by UAS application layer mechanisms).
5.	The UAE server shall send a DAA client event information acknowledge to the UAE client, and the UAE client shall provide the application layer (i.e. UAS client) with the consolidated information from the UAS application specific server.
7.7.2.2.2	DAA support involving UAVs without U2X support
Figure 7.7.2.2.2-1 illustrates the procedure with DAA support involving UAVs without U2X support.
Pre-conditions:
1.	UAS application specific server has provided DAA configuration parameters to the UAE client.
2.	The UAV does not support U2X layer.


Figure 7.7.2.2.2-1: DAA support involving UAVs without U2X support
1.	The UAS application specific server has received information about UAVs (e.g. via UAS application layer mechanism or as in step 3 of clause 7.7.2.2.1. The UAS application specific server determines the information of the UAVs which may be in the proximity of the UAV.
2.	The UAS application specific server sends a DAA server event information to the UAE server which includes information of other UAVs in the proximity of the UAV. The UAE server shall verify that the request is authorized before sending the DAA server event information to the UAE client.
3.	The UAE server performs coordination with Real-Time UAV connection status monitoring and location reporting is performed by the UAE server, see clause 7.5 and 3GPP TS 23.434 [5], clause 9.3. The UAE server shall send a DAA server event information to the UAE client comprising the UAVs information and location of each UAV in proximity of the UAV.
4.	The UAE client shall send to the UAE server a DAA server event information acknowledge.
5.	The UAE server shall send a DAA server event information acknowledge to the UAS application specific server.
7.7.3	Information flows
7.7.3.1	DAA support management request
Table 7.7.3.1-1 describes the information flow DAA support management request from the UAS application specific server to the UAE server.
Table 7.7.3.1-1: DAA support management request
	Information element
	Status
	Description

	UASS ID
	M 
	Identity of the UAS application specific server which requests the DAA management. This ID can be the USS identifier, when the UAS application specific server is the USS.

	UAS ID
	M
	The identification of the UAS for which the DAA support management request applies. This could be in form of identifier for the UAS, e.g group ID; or collection of individual identifiers for the UAV and UAV-C, e.g. CAA level UAV ID, GPSI

	The DAA application policy
	O
	The DAA application policy.



7.7.3.2	DAA support management response
Table 7.7.3.2-1 describes the information flow DAA support management response from the UAE server to the UAS application specific server.
Table 7.7.3.2-1: DAA support management response
	Information element
	Status
	Description

	Result
	M
	The positive or negative result of the DAA support management request.



7.7.3.3	DAA support management complete
Table 7.7.3.3-1 describes the information flow DAA support management complete from the UAE server to the UAS application specific server.
Table 7.7.3.3-1: DAA support management complete
	Information element
	Status
	Description

	Result
	M
	The positive or negative result of provision of the DAA application policy to the UAS application.



7.7.3.4	DAA support configuration request
Table 7.7.3.4-1 describes the information flow DAA support configuration request from the UAE server to the UAE client.
Table 7.7.3.4-1: DAA support configuration request
	Information element
	Status
	Description

	UAS ID
	M
	The identification of the UAS for which the DAA management request applies. This could be in form of identifier for the UAS, e.g group ID; or collection of individual identifiers for the UAV and UAV-C, e.g. CAA level UAV ID, GPSI

	The DAA application policy
	O
	The DAA application policy.



7.7.3.5	DAA support configuration response
Table 7.7.3.5-1 describes the information flow DAA support configuration response from the UAE client to the UAE server.
Table 7.7.3.5-1: DAA support configuration response
	Information element
	Status
	Description

	Result
	M
	The positive or negative result of provision of the DAA application policy to the UAS application.



7.7.3.6	DAA client event information
Table 7.7.3.6-1 describes the information flow DAA client event information from the UAE client to the UAE server and from the UAE server to the UAS application specific server.
Table 7.7.3.6-1: DAA client event information
	Information element
	Status
	Description

	UAS ID
	M
	The identification of the UAS for which the DAA client support information applies. This could be in form of identifier for the UAS, e.g group ID; or collection of individual identifiers for the UAV and UAV-C, e.g. CAA level UAV ID, GPSI.

	UAE layer detected information
	M
	List of UASes where e.g. U2X layer has detected possible flight path conflict.

	> UAS identity
	M
	The identification of e.g. a U2X-UAS where U2X layer has detected possible flight path conflict.

	> Location information
	M
	Location of e.g. a U2X-UAS where U2X layer has detected possible flight path conflict.



7.7.3.7	DAA client event information acknowledge
Table 7.7.3.7-1 describes the information flow DAA client event information acknowledge from the UAS application specific server to the UAE server and from the UAE server to the UAE client.
Table 7.7.3.7-1: DAA client event information acknowledge
	Information element
	Status
	Description

	UAS ID
	M
	The identification of the UAS for which the DAA client support information acknowledge applies. This could be in form of identifier for the UAS, e.g group ID; or collection of individual identifiers for the UAV and UAV-C, e.g. CAA level UAV ID, GPSI

	UAE layer detected information
	M
	List of UASes where the UAS application specific server has confirmed possible flight path conflict.

	> UAS identity
	M
	The identification of a UAS where UAS application specific server has confirmed possible flight path conflict.

	> Location information
	M
	Location of a UAS where UAS application specific server has confirmed possible flight path conflict.



7.7.3.8	DAA server event information
Table 7.7.3.8-1 describes the information flow DAA server event information from the UAS application specific server to the UAE server and from the UAE server to the UAE client.
Table 7.7.3.8-1: DAA server event information
	Information element
	Status
	Description

	UAS ID
	M
	The identification of the UAS for which the DAA server support information applies. This could be in form of identifier for the UAS, e.g group ID; or collection of individual identifiers for the UAV and UAV-C, e.g. CAA level UAV ID, GPSI

	UAE layer detected information
	M
	List of UASes where the UAS application specific server has confirmed possible flight path conflict.

	> UAS identity
	M
	The identification of an UAS where UAS application specific server has confirmed possible flight path conflict.

	> Location information
	M
	Location of an UAS where UAS application specific server has confirmed possible flight path conflict.



7.7.3.9	DAA server event information acknowledge
Table 7.7.3.9-1 describes the information flow DAA server event information acknowledge from the UAE client to the UAE server and from the UAE server to the UAS application specific server.
Table 7.7.3.9-1: DAA server event information acknowledge
	Information element
	Status
	Description

	Reason
	M
	Acknowledgement of DAA server event information.
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