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* * * First Change * * * *

[bookmark: _Toc122609632]9.19.2.1	Session-oriented service trigger request
Table 9.19.2.1-1 describes the information flow session-oriented service trigger request from the V2X application specific server to the VAE server.
Table 9.19.2.1-1: Session-oriented service trigger request
	Information element
	Status
	Description

	Remote V2X UE ID
	M
	Identity of the V2X UE (VAE client) which is the remote vehicle.

	V2X service ID
	M
	The V2X service ID for which application requirement corresponds to.

	V2X application specific server identity information
	M
	Identity information of the V2X application specific server.

	Session ID
	O
	The session identifier to be used for the session-oriented service.

	V2X application QoS requirements for the session
	O
	The application QoS requirements (reliability, delay, jitter) for the session-oriented service.




* * * Next Change * * * *
[bookmark: _Toc122609658]9.20.2	Information flows
Editor's note:	The specification of information flows is FFS.
[bookmark: _Toc122609615]9.20.2.1	Service adaptation and QoS control subscription request
Table 9.20.2.1-1 describes the information flow Service adaptation and QoS control subscription request from the V2X application specific server to the VAE server.
Table 9.20.2.1-1: Service adaptation and QoS control subscription request
	Information element
	Status
	Description

	V2X group ID
	M (NOTE)
	Identity of the V2X group for which the service adaptation and QoS control subscription is initiated.

	V2X service ID
	M (NOTE)
	The V2X service ID for which subscription corresponds to.

	V2X UE ID
	M (NOTE)
	The V2X UE ID for which subscription corresponds to.

	NOTE:	Either of the information element should be present.



[bookmark: _Toc122609602]9.20.2.2	Service adaptation and QoS control subscription response
Table 9.20.2.2-1 describes the information flow for VAE server to respond for Service adaptation and QoS control subscription request from the V2X application specific server.
Table 9.20.2.2-1: Service adaptation and QoS control subscription response
	Information element
	Status
	Description

	Result
	M
	Result from the VAE server in response to subscription request indicating success or failure 

	Subscription ID (NOTE)
	O
	Identifier of a successful subscription.

	NOTE:	This IE is included when the Result indicates success



[bookmark: _Toc122609604]9.20.2.3	Service requirement adaptation notification request
Table 9.20.2.3-1 describes the information flow for service requirement adaptation notification request from VAE server to the V2X application specific server.
Table 9.20.2.3-1: Service requirement adaptation notification request
	Information element
	Status
	Description

	Subscription ID
	M
	Identifier of the subscription for this notification.

	List of V2X UEs information
	O
	The information of the V2X UEs which are affected by this service requirement adaptation notification

	> V2X UE ID
	M
	The identifier of V2X UE

	QoS change information
	M
	The actual or expected QoS change information



9.20.2.4	Service requirement adaptation notification response
Table 9.20.2.4-1 describes the information flow for service requirement adaptation notification response from V2X application specific server to the VAE server.
Table 9.20.2.4-1: Service requirement adaptation notification response
	Information element
	Status
	Description

	Subscription ID
	M
	Identifier of the subscription for this notification.

	Acknowledgement Result (NOTE)
	M
	Indicates positive or negative acknowledgement.

	List of V2X UEs information (NOTE)
	O
	The information of the V2X UEs which are affected by the service requirement adaptation and requires QoS change to be applied.

	> V2X UE ID
	M
	The identifier of V2X UE

	NOTE:	If Acknowledgement Result IE indicates positive, then List of V2X UEs information IE is included.





