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Start of First change
D.1.Y	Example of XML trace file for RLF report with the minimum level of details
<?xml version="1.0" encoding="UTF-8"?>
<traceCollecFile xmlns="http://www.3gpp.org/ftp/specs/archive/32_series/32.423#traceData" xmlns:xsi="http://www.w3.org/2001/XMLSchema-instance"   xsi:schemaLocation="http://www.3gpp.org/ftp/specs/archive/32_series/32.423#traceData http://www.3gpp.org/ftp/specs/archive/32_series/32.423#traceData">
    <fileHeader fileFormatVersion="32.423 V6.0" vendorName="Company NN">
        <pOPLMN>
            <MCC>460</MCC>
            <MNC>10</MNC>
        </pOPLMN>
        <fileSender elementDn="DC=a1.companyNN.com,SubNetwork=1, ManagedElement=GNB-1" elementType="GNB"/>
        <traceCollec beginTime="2001-09-11T09:30:47-05:00"/>
    </fileHeader>
    <traceRecSession dnPrefix="DC=a1.companyNN.com,SubNetwork=1" traceRecSessionRef="C3" stime="2001-09-11T09:30:47-05:00">
        <ue idType="IMSI" idValue="32795"/>
        <msg function="Uu" name="Radio Link Failure Report" changeTime="0.005" vendorSpecific="false">
            <target type="Cell">SubNetwork=1,ManagedElement=Cell-1</target>
            <ieGroup name="Measurement Result last served Cell" value="1">
                <ieGroup name="Measurement Results" value="1">
                    <ieGroup name="Cell Results" value="1">
                        <ieGroup name="SSB Results" value="1">
                            <ie name="rsrp">105</ie>
                            <ie name="rsrq">115</ie>
                            <ie name="sinr">110</ie>
                        </ieGroup>
                        <ieGroup name="CSI-RS Results" value="1">
                            <ie name="rsrp">65</ie>
                            <ie name="rsrq">72</ie>
                            <ie name="sinr">85</ie>
                        </ieGroup>
                    </ieGroup>
                </ieGroup>
            </ieGroup>
            <ie name="crnti">234</ie>
            <ieGroup name="Failed Pcell ID" value="1">
                <ieGroup name="NR failed Pcell ID" value="1">
                    <ieGroup name="Cell Global ID" value="1">
                        <ieGroup name="PLMN Identity" value="1">
                            <ie name="MCC">460</ie>
                            <ie name="MNC">490</ie>
                        </ieGroup>
                        <ie name="Cell ID">"Cell-1"</ie>
                    </ieGroup>
                    <ieGroup name="PCI ARFCN" value="1">
                        <ie name="Phycial Cell ID">104</ie>
                        <ie name="ARFCN Value">986</ie>
                    </ieGroup>
                </ieGroup>
            </ieGroup>
            <ie name="Time since failure">116800</ie>
            <ie name="Connection failure type">0</ie>
            <ie name="RLF Cause">3</ie>
        </msg>
        <traceSessionRef>
            <MCC>460</MCC>
            <MNC>10</MNC>
            <TRACE_ID>000130</TRACE_ID>
        </traceSessionRef>
    </traceRecSession>
</traceCollecFile>

End of Changes


