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* * * Start of Change 1 * * *

8.5.2.3.3	PIN creation response
Table 8.5.2.3.3-1 describes information elements in the PIN creation response from the PIN server to the PEMC. 
Table 8.5.2.3.3-1: PIN creation response
	Information element
	Status
	Description

	Successful response
	O
	Indicates that the PIN creation request was successful.

	> PIN ID
	M
	Identifier of the newly created PIN.

	> Expiration time
	M
	Indicates the expiration time of the PIN. 

	> Heartbeat Timer
	M
	Assigned PEMC/PEGC/PINE heartbeat timer. The PIN server assigns the heartbeat to PEMC/PEGC/PINE individually. 

	> Lists of PINEs
	O
	List of PIN elements and their identifier which are authorized and made as member of the newly created PIN if the PIN creation request contains the list of PIN elements to be included in the PIN.

	> PEGC information
	O
	Includes the PEGC information for example, 

	>> Identifier of PEGCs
	M
	Indicates the PINE identifier authorized to be the PEGCs of this PIN. 

	>> PEGC address
	O
	Assigned IP address or port number of PEGC

	>> Access control information
	O
	Includes: user name, account, SSID, BSSID. All the information is used by PIN elements in PIN to access 5G or access other application outside of PIN

	Failure response
	O
	Indicates that the PIN creation request failed.

	> Cause
	M
	Provides the cause for PIN creation request failure.



* * * Start of Change 2 * * *

8.5.12.3.2	PIN heartbeat
Table 8.5.12.3.2-1: PIN heartbeat
	Information element
	Status
	Description

	PIN client ID
	M
	Unique identifier of the PINE/PEGC/PEMC.

	PIN ID
	M
	Identifier of the PIN.




* * * End of Change * * *

