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	Reason for change:
	In Section 8.5.13, the PIN deactivation is introduced. But one question is, if the expiration time comes, the PIN will be deleted or will be deactivated? The relasionship between PIN delete and PIN deactivate is unclear. 

One possible way is, if expiration time is satisfied, the PIN will be deactivated for sometime and wait to update the expiration time. If no expiration time is updated, the PIN will be delete. 


	
	

	Summary of change:
	If expiration time is satisfied, the PIN will be deactivated for sometime and wait to update the expiration time. If no expiration time is updated, the PIN will be delete.

	
	

	Consequences if not approved:
	The relasionship between PIN delete and PIN deactivate is unclear when expiration time is satisfied. 
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* * * Start of Change 1 * * *

[bookmark: _Toc138291482]8.5.13.1	General 
The procedures in this clause describes how a PEMC can activate and deactivate the PIN. PEMC being an authorized entity to manage the PIN can request to activate and deactivate the PIN. When the PIN is in deactivated state, services offered by the PIN are inaccessible and no PIN elements can join the PIN. Also PEGC closes all the communication channel it has created for the flow of application traffic from PIN elements via 5GS to the application server.
The PEMC deactivates the PIN when the expiration time obtained at PIN creation is reached and the PIN validity duration from the PIN profile is not expired (e.g., the PIN may be activated again in the future). The PEMC deletes the PIN, according to the procedure specified in subclause 8.5.3.2, when the expiration time of the PIN obtained at PIN creation is reached and there is no PIN validity duration in the PIN profile.
[bookmark: _GoBack]

* * * End of Change * * *

