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* * * Start of Change 1 * * *

[bookmark: _Toc138291433]8.5.8.3.2	PIN Management PINE join into PIN request
Table 8.5.8.3.2-1 describes information elements in the PIN Management PINE join into PIN request from the PINE to PEMC, from PINE to PEGC, from PEGC to PEMC, from PIN server to PEMC. 
Table 8.5.8.3.2-1: PIN Management PINE join into PIN request
	Information element
	Status
	Description

	PIN ID
	M
	Identifier of the PIN that wants to join in.

	Security credentials
	M
	Security credentials resulting from a successful authorization for the PIN service.

	PIN client ID
	M
	The PIN client ID of PINE

	PEMC ID
	O
	Identifier of the PEMC that PEGC should send request to.

	PIN client profile(s)
	O
	Profiles of PIN clients. The PIN client profiles are further described in Table 8.2.2.3. 

	PIN server endpoint information
	O
	Includes URI(s), FQDN(s), IP address(es)) of PIN server.





* * * Start of Change 2 * * *

[bookmark: _Toc138291434]8.5.8.3.3	PIN Management PINE join into PIN response
Table 8.5.8.3.3-1 describes information elements in the PIN Management PINE join into PIN response from the PEMC to PINE, from PEGC to PINE, from PEMC to PEGC, from PEMC to PIN server. 
Table 8.5.8.3.3-1: PIN Management PINE join into PIN response
	Information element
	Status
	Description

	Successful response
	O
(see NOTE)
	Indicates that the PIN Management PINE join into PIN request was successful.

	> Updated PIN client profile
	O
	PIN client profile information updated by the PEMC (e.g., default and backup PEGCs assigned to PINE).

	> Heartbeat Timer
	M
	Heartbeat timer value assigned to PINE

	> Lifetime of the PIN
	M
	Indicates the lifetime of PIN.

	> Identifier of PEGCs
	O
	Indicates the PINE identifier authorized to be the PEGCs of this PIN. 

	>> PEGC address
	O
	Assigned IP address or port number of PEGC

	> PEGC information
	O
	Includes the PEGC information for example, 

	>> Access control information
	O
	Includes: user name, account, SSID, BSSID. All the information is used by PIN elements in PIN to access 5G or access other application outside of PIN

	Failure response
	O
(see NOTE)
	Indicates that the PIN Management PINE join into PIN request failed.

	> Cause
	M
	Provides the cause for PIN Management PINE join into PIN request failure.

	NOTE:	At least one of the IE shall be present.



* * * Start of Change 3 * * *

[bookmark: _Toc138291429]8.5.8.2.4	PINE join into PIN via PEGC 
The PINE joins the PIN via the PEGC is depicted in Figure 8.5.8.2.4-1.
 Pre-conditions:
1.	The PINE has been pre-configured or has discovered the address (e.g. IP address, FQDN, URI) of the PEMC;
2.	The PINE already establishes the connection with PEGC;
3.	The PIN information to join is available at the PINE via e.g., PIN discovery procedure.


Figure 8.5.8.2.4-1: PINE join into PIN via PEGC
[bookmark: _GoBack]1.	The PINE sends PIN Management PINE join into PIN request to the PEGC. The PIN Management PINE join into PIN request contains the PIN ID which identifies the PIN to join, PINE client ID and credentials if available, PEMC identifyidentity/PIN server address. 
2.	The PEGC identifies the received message is the PIN Management PINE join into PIN request and perform the authorization. If authorized, the PEGC determines to forward the PIN Management PINE join into PIN request to the PEMC or the PIN server. 
3.	The PEGC forwards the PIN Management PINE join into PIN request to the PEMC in step 3a, based on the PEMC identity in step 1 or by resolving the PIN ID. The PEMC authorized the PINE to join the PIN, and returns the PIN Management PINE join into PIN response to the PEGC in step 3b. 
4.	(Optional) The PEGC forwards the PIN Management PINE join into PIN request to the PIN server in step 4a based on the PIN server address in step 1 or by resolving the PIN ID. The PIN server forwards the PIN Management PINE join into PIN request to the PEMC in step 4b, and the PEMC authorized the PINE to join the PIN, and returns the PIN Management PINE join into PIN response to the PIN server in step 4c. Further the PIN server return the PIN server to the PEGC in step 4d.
5.	After the join, the PEMC update the PIN and may notify other entities (e.g., existing joined members, PIN server). The PEMC triggers the PIN status notify to PEGC/PINE as indicated in step 5-6 of procedure Figure 8.5.8.2.2-1. 
6.	The PEGC return the PIN Management PINE join into PIN response to the PINE.


* * * End of Change * * *
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