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* * * First Change * * * *
[bookmark: _Toc37790944][bookmark: _Toc42003893][bookmark: _Toc50584206][bookmark: _Toc50584550][bookmark: _Toc57673393][bookmark: _Toc137820960]6.3.2	Edge Enabler Server (EES)
EES provides supporting functions needed for EASs and EEC.
Functionalities of EES are:
a)	provisioning of configuration information to EEC, enabling exchange of application data traffic with the EAS;
b)	providing API invoker and API exposing functions as specified in 3GPP TS 23.222 [6]. To support deployments specified in clause A.5, providing CAPIF core functions as specified in 3GPP TS 23.222 [6];
c)	interacting with 3GPP Core Network for accessing the capabilities of network functions either directly (e.g. via PCF) or indirectly (i.e. SCEF/NEF/SCEF+NEF);
d)	exposing events related to ACT;
e)	EEC context transfer between EESs;
f)	supporting external exposure of 3GPP network and service capabilities to the EAS(s) over EDGE-3;
g)	registration functions (i.e., registration, update, and de-registration) for the EEC(s) and the EAS(s);
h)	triggering the EAS instantiation on demand; and
i)	supporting ACR related operations (e.g. ACR launching, ACR information notification, EELManagedACR).

* * * End of Changes * * * *



