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[bookmark: _Toc113900592][bookmark: _Hlk118736720]START OF CHANGES

[bookmark: _Toc137821034]7.2.10	EAS bundle information 
The EAS bundle information includes EAS bundle type, a list of EASIDs or a bundle ID and EAS bundle requirements. The EAS bundle information also includes main EASID. EAS bundle ID establishes an association between the EASs. When included in the EAS profile, EAS bundle ID denotes the bundle to which the EAS belongs. When included in the AC profile EAS bundle ID is used to perform different Edge Enabler Layer operations, such as EAS discovery. Edge Enabler Layer handles the EASs belonging to the same bundle as required by related EAS bundle requirements as described in clause 8.2.10.
NOTE 1 :	Both, EAS bundle ID and EAS bundle requirements, are provided by the ASP.
NOTE 2:	Bundle ID is necessary when the affinity between bundled EASs is strong (e.g., co-deployment and co-migration is essential), and the related ASPs which provide the AC and bundled EASs established the bundle. List of EASIDs is required when the affinity between the bundled EASs is weak (e.g., co-deployment and co-migration is only "nice to have").
NOTE 3:	Following types of EAS bundles are considered in this release:
-	Direct bundle, where AC interacts with multiple EASs of the EAS bundle directly with no coordination between the EASs; and
-	Proxy bundle, where the AC interacts with one EAS of the EAS bundle which in turn coordinates with other EASs of the EAS bundle to provide services to the AC by exchanging Application Data Traffic with the other EASs, which is out-of-scope of this specification.
NOTE 4:	Discovery of EAS Service APIs via CAPIF for the proxy bundle type is not considered in this release.

END OF CHANGES


