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	* * * First Change * * * *	
[bookmark: _Toc137821339]8.8.2A.6	CAS decided ACR scenario via last S-EES
In this scenario, the CAS detects the need for ACR and makes the decision about whether to perform the ACR and starts the ACR at a proper time. 
During the ACR execution phase, the CAS may need to determine an EES in the service area of the EEC before continuing with T-EAS discovery. The CAS may send the EAS discovery request to the S-EES that selects an appropriate T-EES and T-EAS as per clause 8.8.3.2 where the CAS acts as a S-EAS.
Pre-conditions: 
-	The CAS has a business relationship with the ECSP, otherwise, the EES will reject the CAS request during authorization.
-	Prior to being connected to the CAS, the EEC was connected to an S-EES that may still hold its context and the CAS knows the S-EES (e.g. as in clause 8.8.3.10 when ACR is performed from EAS to CAS).
-	AC has obtained requested and forwarded the UE ID as per clause 8.14.2.6 and forwarded it to the CAS while performing ACR from EAS to CAS as described in clause 8.8.2A.1 or the CAS knows UE ID having usedusing the procedure defined in clause 8.6.5.


Figure 8.8.2A.6-1: CAS decided ACR with T-EAS Discovery via S-EES
Phase I: ACR Detection
1.	The CAS detects the need for ACR. The CAS either receives ACR management notifications from S-EES indicating that ACR may be required ("ACR monitoring" event), or self detects the need for ACR (e.g. upon receipt of a "user plane path change" event).
Phase II: ACR Decision
2.	The CAS makes the decision to perform the ACR.
Phase III: ACR Execution
3.	Same as steps 3 to 5 in clause 8.8.2.4 where the CAS acts as an S-EAS and it may provide the UE ID in the T-EAS discovery request for the S-EES to identify the UE during discovery. If ACR monitoring event is used in step 1, the T-EAS discovery in step 3 of clause 8.8.2.4 is skipped by the CAS.
4.	If the S-EES can communicate with the EEC, step 6 from clause 8.8.2.4 is performed to notify the EEC of the selected T-EES. Otherwise, the notification is sent to the EEC via the SEAL notification management service as described in clause 9.1 if the EEC has subscribed to receive notifications from the S-EES or via Application Triggering via core network.
5.	Same as step 7 in clause 8.8.2.4 where the CAS acts as an S-EAS.
Phase IV: Post-ACR Clean up
6.	Same as step 8 to step 9 in clause 8.8.2.4 where the CAS acts as an S-EAS.
7.	If the S-EES can communicate with the EEC, step 10 from clause 8.8.2.4 is performed. Otherwise, the notification is sent to the EEC via the SEAL notification management service as described in clause 9.1 if the EEC has subscribed to receive notifications from the S-EES or via Application Triggering via core network.

	* * * END of Change * * * *	
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