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	Reason for change:
	There is still an EN related to the support of multiple TACs per cell for NTN cells:
Editor's note:	References to RAN TSs are needed after RAN WGs have further progressed their work on TA handling in NTN.
RAN TSs now specify the NTN-specific aspects of Tracking Area handling. 
For example:
TS 38.300 decsribes the requirement on earth-fixed tracking areas and that any respective mapping is configured in the RAN (clause 16.14.1)
TS 38.413 describes the NGAP NR NTN TAI Information IE (clause 9.3.3.53) which is included with the User Location Information (clause 9.3.1.16).
TS 38.331 describes the trackingAreaList IE for NTN cells which is included in the PLMN-IdentityInfoList as defined in clause 6.3.2.
The EN can therefore be removed
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**** First Change ****
[bookmark: _Toc138309081]5.4.11.7	Tracking Area handling for NR satellite access
Editor's note:	References to RAN TSs are needed after RAN WGs have further progressed their work on TA handling in NTN.
In the case of NR satellite access with moving cells, in order to ensure that each TA is Earth-stationary even if the radio cells are moving across the Earth's surface, the NG-RAN may change the TAC values that are broadcast in a cell's system information as the cell moves, as described in TS 38.300 [27] and TS 38.331 [28].
NG-RAN may broadcast in a cell a single TAC per PLMN and change that TAC value as the cell moves. Alternatively, the NG-RAN may broadcast in a cell more than one TAC for a PLMN and add or remove TAC values as the cell moves. The NG-RAN provides either the single broadcast TAI or all broadcast TAIs corresponding to the Selected PLMN as described in TS 38.413 [34] to the AMF as part of the ULI, whenever the ULI is included in the NGAP message as described in TS 38.413 [34]. The NG-RAN indicates, if known, also the TAI where the UE is geographically located.
NOTE:	The AMF may take the TAI where the UE is geographically located into account to generate a suitable Registration Area for the UE.
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