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[bookmark: _Toc122775386]6.1.6.2.2.9	Type PDUContainerInformation
Table 6.1.6.2.2.9-1: Definition of type PDUContainerInformation
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	timeofFirstUsage
	DateTime
	OC
	0..1
	the UTC time indicating time stamp for the first IP packet to be transmitted and mapped to the reporting used unit.
	

	timeofLastUsage
	DateTime
	OC
	0..1
	the UTC time indicating time stamp for the last IP packet to be transmitted and mapped to the reporting used unit.
	

	qoSInformation
	QoSData
	OC
	0..1
	the QoS applied for the reporting used unit. 
In case gbrUl or gbrDl are present for GBR flow, the GBR targets are "GUARANTEED", otherwise, are " NOT_GUARANTEED".
	

	qoSCharacteristics
	QosCharacteristics
	OC
	0..1
	Map of QoS characteristics for non standard 5QIs and non-preconfigured 5QIs.
	

	afChargingIdentifier
	ChargingId
	OC
	0..1
	An identifier, provided from the AF, may be used to correlate the measurement for the Charging key/Service identifier values in this PCC rule with application level reports.
	

	afChargingIdString
	ApplicationChargingId
	OC
	0..1
	Used instead of afChargingIdentifier when feature is active.
	AF_Charging_Identifier

	userLocationInformation
	UserLocation
	OC
	0..1
	provides information on the location
	

	uetimeZone
	TimeZone
	OC
	0..1
	the UE Time Zone during the used unit container interval.
	

	rATType
	RatType
	OC
	0..1
	the RAT Type of the used unit
	

	servingNodeID
	array(ServingNetworkFunctionID)
	OC
	0..N
	the list of serving node identifiers during the used unit container interval.
	

	presenceReportingAreaInformation
	map(PresenceInfo)
	OC
	0..N
	the Presence Reporting Area status of UE during the used unit container interval.
	

	3gppPSDataOffStatus
	3GPPPSDataOffStatus
	OC
	0..1
	the 3GPP Data off Status during the used unit container interval.
	

	sponsorIdentity
	string
	OC
	0..1
	an identifier of the sponsor.
	

	applicationserviceProviderIdentity
	string
	OC
	0..1
	an identifier of the application service provider
	

	chargingRuleBaseName
	string
	OC
	0..1
	the reference to group of PCC rules predefined at the SMF.
	

	mAPDUSteeringFunctionality
	SteeringFunctionality
	OC
	0..1
	Steering functionality .
	ATSSS

	mAPDUSteeringMode
	SteeringMode
	OC
	0..1
	Steering Mode
	ATSSS

	trafficForwardingWay
	TrafficForwardingWay
	OC
	0..1
	This field identifies which traffic forwarding way is used for the 5G LAN VN Group communication.
	5GLAN

	qosMonitoringReport
	array(QosMonitoringReport)
	OC
	0..N
	This field holds Qos Monitoring reporting information.
	QoSMonitoring

	qosMonitoringReport
	array(QosMonitoringReport)
	OC
	0..N
	This field holds Qos Monitoring reporting information.
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[bookmark: _Toc122775547]6.1.8	Feature negotiation
The optional features in table 6.1.8-1 are defined for the Nchf_ConvergedCharging API. They shall be negotiated using the extensibility mechanism defined in subclause 6.6 of 3GPP TS 29.500 [299].
Table 6.1.8-1: Supported Features
	Feature number
	Feature Name
	Description

	1
	CHFCQM
	CHF-controlled quota management i.e. support for temporary offline

	2
	AF_Charging_Identifier
	Indicates the support of long character strings as charging identifiers.

	3
	5GIEPC_CH
	5GS interworking with EPC

	4
	ATSSS
	This feature indicates support of Access Traffic Steering, Switching, Splitting (ATSSS).

	5
	ETSUN
	This feature indicates support of Enhancing Topology of SMF and UPF in 5G Networks (ETSUN).

	6
	EnhancedDiagnostics
	Support the enhanced diagnostics

	7
	AMF_subs_PRA
	PRA(s) subscription by CHF in AMF

	8
	FilterRuleList
	Support of multiple filter rules in the final unit indication

	9
	TEI17_NIESGU
	This feature indicates support of GERAN/UTRAN access

	10
	IMS
	This feature indicates support of IMS.

	11
	QoSMonitoring
	This feature indicates support of QoS Monitoring

	12
	Announcement
	This feature indicates support of announcements.

	13
	5GLAN
	This feature indicates support of 5G LAN-type services.

	14
	URLLC
	This feature indicates support of URLLC.

	15
	NotifyInfoResponse
	This feature indicates support of response with information for a notification.

	16
	ES4xx
	Extended Support of HTTP 400, 403, 404 allowing use of either ChargingDataResponse or ProblemDetails in the response.

	17
	ES3xx
	Extended Support of HTTP 307 and 308 redirections, an NF that does not support this feature does only support HTTP redirection as specified for 3GPP Release 15 and 16.

	18
	EdgeComputing
	This feature indicates support of edge computing domain charging.

	19
	5GSCIoT
	This featute indicates support of 5GS control plane CIoT optimization

	20
	SMF_Charging_Id
	Indicates the support of strings as SMF charging identifiers.
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