

	
3GPP TSG-SA WG6 Meeting #56	S6-232721
Gothenburg, Sweden 21st – 25th August 2023	(revision of S6-232414)

	CR-Form-v12.1

	CHANGE REQUEST

	

	
	23.280
	CR
	0418
	rev
	1
	Current version:
	18.6.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	
	Core Network
	X



	

	Title:	
	Resources management clauses title update

	
	

	Source to WG:
	Ericsson

	Source to TSG:
	S6

	
	

	Work item code:
	enhMC
	
	Date:
	2023-08-21

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-19

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-15	(Release 15)
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)

	
	

	Reason for change:
	To align with the title of clause 10.11.2a, this CR updates the title of clause 10.11.2.

	
	

	Summary of change:
	Adding “from the SIP core” to the title of clause 10.11.2.

	
	

	Consequences if not approved:
	Confusion may occur going through clause 10.11.2 and clause 10.11.2a

	
	

	Clauses affected:
	10.11.2, 10.11.2a

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	



[bookmark: _Toc517082226]* * * * First change * * * *
[bookmark: _Toc433209853][bookmark: _Toc477420720][bookmark: _Toc131207798]10.11.2	Request for unicast resources at session establishment – SIP core based
The procedure defined in this subclause specifies how network resources are requested at session establishment. If concurrent sessions are used the MC service server may utilize the capability of resource sharing specified in 3GPP TS 23.203 [8]. The request for resources is sent to the PCRF on the Rx reference point and includes media type, bandwidth, priority, application identifier and resource sharing information.
The procedure is generic to any type of session establishment that requires requests for network resources.
Procedures in figure 10.11.2-1 are the signalling procedures for the requesting resource at session establishment. 


Figure 10.11.2-1: Resource request at session establishment – SIP core based
1.	MC service client sends a call/session establishment request.
2.	MC service server receives evaluates the need network resources and use of media resource sharing.
3.	MC service server send a session progress request containing request for resources.
4.	PCC procedures (as defined in 3GPP TS 23.203 [8]) initiated from SIP core local inbound/outbound proxy over Rx.
5.	The SIP core local inbound / outbound proxy forwards the call control protocol request to the MC service client.
6.	The MC service client acknowledges the session progress request with an OK message.
7.	The SIP core local inbound / outbound proxy forwards the OK message to the MC service server.
8.	The MC service call/session is established and resources have been allocated.

* * * * Second change * * * *
[bookmark: _Toc138278123]10.11.2a	Request for unicast resources at session establishment – MC service server based from MC service server
[bookmark: _Toc138278124]10.11.2a.1	General
The procedure defined in this clause specifies how network resources are requested at session establishment from the MC service server. The request for resources is sent to the PCRF via the Rx reference point from the MC service server and includes pre, bandwidth, priority, application identifier and resource sharing information. If concurrent sessions are used, the MC service server may utilize the capability of resource sharing specified in 3GPP TS 23.203 [8].
For the request of network resources by the MC service server via the Rx reference point, the MC service client provides to the MC service server the final access resource details (e.g. IP addresses and ports) of the MC service client and the media anchoring points.
This procedure is generic to any type of session establishment with the MC service server requesting network resources.
[bookmark: _Toc138278125]10.11.2a.2	Procedure
Figure 10.11.2a.2-1 describes the procedure for the request of resources at session establishment from the MC service server.


Figure 10.11.2a.2-1: Resource request at session establishment – MC service server basedfrom the MC service server
1.	The MC service client sends a call/session establishment request. The request includes, apart from the SDP offer, access resource details, e.g. IP addresses and ports of the MC service client related to the media session. 
2.	The MC service server evaluates the need of network resources and use of media resource sharing.
3.	The MC service server sends a session progress request to the SIP core.
NOTE:	The session progress request does not include a request for network resources to be performed by the SIP core.
4.	The SIP core local inbound / outbound proxy forwards the session progress request to the MC service client.
5.	The MC service client acknowledges the session establishment to the MC service server. This message contains the final negotiated media access parameters, e.g. IP addresses and ports related to the media anchoring points received in the SDP answer from the SIP core.
6.	The MC service server sends a request for resources to the PCRF over Rx (as defined in 3GPP TS 23.203 [8]).
7.	The MC service call/session is established, and resources have been allocated.

* * * * End of changes * * * *
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