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	[bookmark: _Hlk124197238]Reason for change:
	The (UE generated) PMF reports are used by the UPF in ATSSS to understand whether a certain access of the MA PDU Session is available or unvailable. It is also described that the UE reports availability/unavailability of accesses based on implementation.
While for a non-3GPP access the meaning of available is clear (since there is no concept of UE in CM-idle mode), for a 3GPP acces it is unclear if it is available only when the UE is in CM-connected mode or also when the UE is in CM-idle mode. This could lead to interoperability issues and/or unnecessary signaling (due to paging) in scenarios in which the UE is in CM-idle mode over the 3GPP access but still reports that the 3GPP access is available.

	
	

	Summary of change:
	It is clarified that for a 3GPP access the PMF reports it is available if the UE is in CM-connected mode over that access, while it reports the access is unavailable if the UE is in CM-idle mode over that access.

	
	

	Consequences if not approved:
	Unclear specification which could lead to interoperability issues and unnecessary signaling.
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>>>>BEGINNING OF CHANGES<<<<
[bookmark: _Toc20204303][bookmark: _Toc27894995][bookmark: _Toc36192076][bookmark: _Toc45193172][bookmark: _Toc47592804][bookmark: _Toc51834891][bookmark: _Toc138763325]4.22.5	Reporting of Access Availability
After the MA PDU session is established, if Reporting of Access Availability is required by network, the UE performs detection of the unavailability and availability of an access based on implementationas described in TS 23.501 [2], clause 5.32.5.3. To report the availability/unavailability of the access, the UE sends the PMF-Access Report to the UPF via the user plane of any available access of the MA PDU session. The UPF shall use this report to decide which access can be used to deliver the downlink packets.
>>>>END OF CHANGES<<<<
